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December 2020 serious accidents

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/4/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		Serious Accident		Rock Fall, one person injured when struck by rock while carrying out bombing of hung up draw point

		12/6/20 0:00		MI00055		Blair Athol Mine		Coal		Serious Accident		Serious Accident - A fitter was using a high torque machine on a 785 Komatsu tyre nuts when he has crushed the tip of his left index finger between the Torque machine and the tyre rim. Was taken to the local Hospital, Doctor reviewed the injury and has referred the injured fitter to a surgeon.

		12/13/20 0:00		MI01547		Broadmeadow Mine		Coal		Serious Accident		Serious Accident: Operator driving drift-runner personnel carrier underground in reverse  was struck in lower jaw/lip by a metal object. The metal object was suspected to be a megabolt which contacted the vehicle as the vehicle travelled past cable bolt pod. The injured person was transported by ambulance to Moranbah hospital for treatment, and subsequently transferred to Mackay base hospital.

		12/23/20 0:00		MI01646		Carborough Downs		Coal		Serious Accident		Serious Accident - The operator stepped off the LH Cont Miner platform to the ground level. Before his foot reached the ground, his hand slipped resulting in his full body weight transferring to his LH ankle, resulting in a rolled ankle.





December 2020 HPIs

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/15/20 0:00		MI01362		Acid Plant		Metalliferous		High Potential Incident		Unplanned Gas Release (SO3) from Acid Plant Stack

		12/10/20 0:00		MI00025		Bajool- Cheetham & Port Alma Mine		Metalliferous		High Potential Incident		During the unloading of a stake of 15 pallets from a truck a tie down strap hooked the top pallet causing it to fall of the stack and strike the truck driver on his back. He is being assessed in the onsite first aid room.

		12/12/20 0:00		MI01586		Baralaba Coal Mine		Coal		High Potential Incident		Uncontrolled Movement: The operator of a  fully loaded service truck failed to stop while descending a ramp after having an issue with the performance of brakes.

		12/5/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Cable damage - Dragline 39 (DRE39) was deadheading and whilst in operation the tub has made contact with it’s HV trailing cable causing damage resulting in a phase to earth fault, activating the Substation Feeder cable protection, tripping power to the machine.

		12/18/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Collision-  excavator was being operated in training.  During the course of loading the excavator has slewed away from the truck to perform clean up, making contact with the rear dump bending the step on the excavator.

		12/1/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Electric shock - CMW received an electric shock whilst relocating welder earth clamps without isolating power. CMW reported to paramedic for health assessment. Was cleared for full duties

		12/14/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Equipment Fire - Operator noticed cab air conditioner had stopped working. Parked Grader at R54 Go-Line and called maintenance. On arrival the auto electrician opened the engine side compartment and noticed a flame from the air-con compressor guarding. Extinguished with a handheld and set off fire suppression manually.

		12/6/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Mechanical failure causing fire – A RAX link failure occurred on a rear dump truck causing the body of the truck to rub on POS4 tyre which after the vehicle was stopped produced flames. Fire extinguished by water truck. Exclusion zone established. No Injuries.

		12/15/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Unplanned movement- Operator has relocating a lighting plant when the lighting plant has rolled onto its side. The mast of the lighting plant was not lowered before moving as required.

		12/7/20 0:00		MI03841		BMA Major Shutdowns - Saraji Mine		Coal		High Potential Incident		While lifting a drag gear half into the RHS rear of DL011 the load has shifted in the lifting frame causing a 90 degree movement of the 5,900kg gear. This movement has caused the overhead crane rope to catastrophically fail and drop the gear and hook around 5 metres into the barricaded lift zone below

		12/9/20 0:00		MI00147		Bundaberg Sand Mine		Metalliferous		High Potential Incident		A  truck was reversing back from the silos after being loaded when the trailer made contact with a sand skip pushing it into the lab wall

		12/21/20 0:00		MI02106		Byerwen Mine		Coal		High Potential Incident		Fire. Operator was notified by dozer operator of a flame in the engine bay. Operator shutdown engine, fire self extinguished. Inspection located loose oil filter allowed oil to spray over intake side of lagged turbo. No Injuries.  Photo attached in 1A.

		12/23/20 0:00		MI01650		Byrne Brothers Quarry		Metalliferous		High Potential Incident		While driving up the access ramp to upgrade the bund, the loader has rolled onto its right side.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		Fire on vehicle - Whilst undertaking servicing operations, the serviceman noticed an amount of smoke emanating from the grease cabinet at the rear of a 773D service truck. Upon investigation, the serviceman discovered a small flame rising from a grease unit control solenoid.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		A solenoid controlling the release of grease failed, resulting in it becoming hot. The grease cabinet had a small amount of hydrocarbon residue which when the solenoid became hot caused smoke and then ignited causing a small flame. It is unclear as to what caused the solenoid to overheat.

		12/11/20 0:00		MI00094		Cannington Mine		Metalliferous		High Potential Incident		An EWP operator was manoeuvring the basket via the basket controls to set up rigging equipment under the paste plant mixer. The EWP operator became pinned between the basket and a structural steel beam. The EWP pinned the worker between his upper chest and his shoulders. Operator lost consciousness

		12/9/20 0:00		MI00553		Capcoal Surface Coal Mine (Ex German Creek)		Coal		High Potential Incident		Uncontrolled Movement.  A 5t forklift was carrying an EWP over uneven muddy ground. The forklift drove into a concrete drain which meant the forklift was slightly going downhill. The rear wheels of the forklift slightly came off the ground and the operator applied the brakes and the EWP then fell forward off the tines.   Photo in attachment.

		12/31/20 0:00		MI00762		Capricorn Copper Mine		Metalliferous		High Potential Incident		During dayshift of the 30/12/2020 a stope was being backfilled with waste rock, during which backfill was pushed up under a pillar using between 2 drives;  On nightshift of the 30/12/20 no Backfilling took place. Upon inspection of the site on the dayshift 31/12/20  the pillar has been found to be failed down onto the backfill.

		12/19/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		As part of a ventilation change to force ventilate TG12 by auxiliary fan, the fan tripped on overtemp at 18:45. The fan was restarted twice but unable to clear the electrical overtemp fault.

		12/22/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Forklift was unloading 1 of 3 steel casing pipes when it has moved and fell to the ground

		12/3/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Methane exceedance - A fault occured on a cooling fan for the Main Ventilation fans causing the fans to trip. The ventilation failure further resulted in 2.51%methane detected in MG9 gateroad and peaked at 2.63%methane. Ventilation restored, Deputies investigating source of exceedance.

		12/27/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Structural failure - Tech Mesh and stopping fabric restraints failed during installation, falling into roadway near CMW spraying.

		12/4/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Loss of control - An excavator was working an overburden bench pad checking for blowholes from shotfiring when its L/H track sank into the bench leaning the excavator over and its bucket contacted the tray of a rear dump truck waiting to be loaded. No Injuries.

		12/6/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Vehicle roll over – A scraper rolled onto its side while negotiating R/H corner at a surface mine. Operator has complained of a sore neck since the incident, has been referred to hospital by Paramedic to be checked by a Doctor. Minimal primary information available at time of call.

		12/2/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Fire - A fire occured within a water trucks engine bay resulting in damage to the electrical wiring and fuel line. Initial investigation has indicated a fuel line has rubbed through on the body of the truck. Fire extiniguished both a combination of on board suppression and hand held extinguisher. No Injuries

		12/4/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Mechanical Failure - A service truck had just fuelled a gen set and was reversing away when the operator noticed loss of steering and a dragging noise. Operator stopped the truck and investigated finding one set of the front dual steering wheels were facing a different direction to the other set. Scene secured.

		12/6/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Uncontrolled movement - lighting plant detached from the LV towing it, rolled approx 40M until reached bund then rolled onto its side.  Safety chains were not attached. No other vehicles or personnel present.

		12/29/20 0:00		MI02952		Caval Ridge Mine		Coal		Non reportable incident		CV141 (plant feed conveyor) sequence tripped on a pull wire trip. Upon visual inspection, it was observed that the discharge chute inspection door on FE141 (feeds coal onto CV141) has opened during operation spilling coal onto the platform and has subsequently damaged/broken the hand railing spilling coal onto conveyor and area below.

		12/21/20 0:00		MI01781		Clermont Mine - Open Cut		Coal		High Potential Incident		Strucual Failure: Metal drill identification sign had hit the roof come to rest on the ground beside the drill.

		12/12/20 0:00		MI01584		Collinsville Mine - Open Cut		Coal		High Potential Incident		Fire on Mobile plant: Operator of JCB loader smelt smoke and saw visible flame on loader while loading top soil into Moxy trucks at a top soil dump.  After activating the isolation switch on the loader, the operator proceeded to use a hand held extinguisher to extinguish the fire. Indications were that fire developed around park brake.

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst conducting a condition monitoring inspection of a raised rear dump tray via a Boom-Type Elevated Work Platform, the tray crept lower making contact of the EWP basket

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst raising the rear of haul truck using a compressed air jack under the rear axle, the truck rolled forward approximately 2m causing the rear of the haul truck to fall off the stands and jack to the ground.

		12/6/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Fire – A fire occurred in the engine bay of an overburden drill when the starter motor stayed engaged after starting and overheated. The fire suppression system did not work in auto or in manual, fire extinguished with hand held extinguisher. No Injuries.

		12/15/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Possible fume exposure: After a blast, two dump truck operators reported a foul smell inside their trucks, followed by headaches and nausea.

		12/22/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Unplanned Movement. Rear dump was descending a 10% ramp recently watered, dry line available. Operator made an error of judgement all wheels in wet line, lost control sliding for >58 metres. No Injuries. Last day of 7 x 7 Roster. BMA Employee.

		12/18/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Cook at Mine camp kitchen was conducting food preparation using a food mixer and received a suspected electric shock.

		12/12/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on mobile plant: Dozer operator (Dragline push) noticed small fire near battery box on machine while operating and activated fire suppression system. After the suppression system failed to extinguish fire, operator used hand held extinguisher to extinguish fire. No injury reported.

		12/1/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant-  fire has occured after a turbo failure. Fire extingushed by hand held extingusher.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant- Whilst washing ROM coal, Coarse Coal Centrifuge has burnt the belt off when the build up of coal has stopped the belt and friction has ignited the belt.  Small flame was witnessed by the operator and extinguished using water.

		12/10/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Lost key to explosive store Operator has placed an Emulsion Tank key in his crib bag which is then in the truck with the operator. Key cannot now be located.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Misfire- Ehovel has uncovered 1KG of Anfo. No dets or boosters.

		12/22/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unconyrolled movement -  Light Bus has contacted rock and sustained tyre damage. Bus has then turned to the left and contacted bund.

		12/19/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unplanned Event-  LV was traveling on through Road, Truck has stopped at stop sign on the terminating road and then accelerated again. The RD operator failed to see the LV and proceeded through the intersection. LV operator has braked as the LV operator did not think that the HV operator had seen the LV.

		12/27/20 0:00		MI01908		Dugald River Project		Metalliferous		High Potential Incident		Bogger operator was backfilling with a rolling bund towards a rock pillar. The operator removed the bund and commenced clean up. While cleaning up the floor the operator noticed small hole in the floor near his cab. While attempting to contact Shift Supervisor the slump hole began to open further, so he exited the bogger and level to call the shiftboss via level access phone.

		12/7/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		After changing the rear right hand tyre on Light Vehicle LV079 at the 180 UG workshop and driving up the decline on route to the surface, the rear right hand tyre has fallen off

		12/10/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		Small rockfall found on decline

		12/1/20 0:00		MI02663		Ensham Underground Mine		Coal		High Potential Incident		CM02 was pulling up slack cable to go into the next plunge.  The shuttle car operator waited at the back to back for some time but when the cable did not get pulled he drove  to the boot-end  While the shuttle car operator was away the CM operator trammed the machine inbye and pulled the cable.The cable was pulled out of the restrained plug.

		12/7/20 0:00		MI02716		Exploration - Waratah Coal-Styx Coal		Coal		Non reportable incident		Whilst boarding a backhoe, the operator scratched his forehead on the cabin frame.

		12/10/20 0:00		MI04157		Frankfield Quarry		Metalliferous		High Potential Incident		An excavator positioned on a pad of crushed material has rolled over when the edge gave way. The operator was wearing the seat belt, no injury.

		12/5/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		'- Fire on R2900 Loader while tramming between declines, no injuries. Loader shut down, suppression activated which did not fully extinguish fire, extinguished with 1 x hand held 9kg.

		12/31/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		Approximately 30 kgs of rock scats found on drive. Had fallen through highly corroded mesh.

		12/10/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		A Fire occurred: Grease fire on trunion bearing

		12/3/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision - An Excavator had just completed loading and was repositioning / reversing at the same time a Dozer that had been pushing a ramp on the bench for end of shift. The Dozer and excavator reversed into each other and made contact between the counterweight of the excavator and the handrails of the Dozer. No Injuries. Minor Damage to handrails.

		12/7/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision. Shovel had walked off the face and relocated pinata, dozer was cleaning up inside swing radius of shovel. Shovel swung, counter weights making contact with right hand side lift cylinder and walkway/ handrail of dozer. Contact with the handrail causing the handrail to hit left side window of dozer cracking glass. No Injuries. Dozer operator trainee, trainer in circuit. Procedural Breach.

		12/8/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Fire. Mulching trailer was being towed by a John Deere tractor, smoke was observed coming from bales of hay. Extinguished by CAT 777 Water Cart. No Injuries or equipment damage. Possible Spontaneous Combustion. Unknown if hay was baled green.

		12/4/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movement. Rear Dump was descending the ramp empty, ramp surface overwatered, no dry line. Rear Dump slid 100 - 120 metres coming to rest adjacent high risk bund.

		12/29/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movemnet:-RD was heading back to get another load from the screening pad stock pile the truck has experienced a lost traction resulting in it contacting the center divider. A light vehicle traveling towards the truck at the time of the loss of traction and the L/V operator has applied the brakes coming to stop around 25meters form the incident. No injuries or damage sustained.

		12/17/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		SHE35 was walking into the face and has turned to check the cable at which time the shovel counterweight has made contact with TRD321, which was cleaning up on the Shovels western side.

		12/23/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Cable Damage While shuttle car was wheeling towards the boot end the spiral wrap covering the anchor point sock became the reeler indexer causing the cable to be torn appart and the short circuit protection of the circuit to operate.

		12/5/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Trailing cable damage, mechanical insult – A shuttle Car was returning to the face when vent tube chains stored on the reeler cover, fell into the cable reeler entangling in the cable. The chains caused significant damaged to the cable (exposed conductors). No Injuries. No persons witnessed a flash.

		12/2/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Fie on Equipment: Smoke  comming from engine operator stopped inspected saw Small flame activated fire suppression water cart doused machine to ensure fire out

		12/11/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Misfire- Slumping occured and has taken the tree Ikon leads down the hole. They were unable  to be retrived. The hole will be a misfire.

		12/8/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Unplanned Movement- Dozer  was reversing to continue on slot push. Whilst reversing back the left side track ofDozer has lost traction and tracked into next slot down. It was during this motion that Dozer has continued its loss of traction resulting in a rollover to its left hand side.  Nil injuries were sustained as a result of this event.

		12/10/20 0:00		MI00582		Grosvenor Quarry		Metalliferous		High Potential Incident		Operator of pugmill went to refuel pump before it ran out of petrol. It was supplying water to pugmill. Switched off pump went back approximately 5 minutes later poured petrol from jerry can via funnel into petrol tank that sits above exhast component of pump. Some fuel contacted heated surface caught alight scolding operator's fingers and thumb. Taken to Moranbah out patients for treament, diagnosed as superficial burns

		12/8/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		A steering hydraulic oil fire in the engine bay was put out with the onboard extinguishing system.

		12/10/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Exploisves - Elevated Temperature. A vac truck was used to remove stemming from a loaded hole with non-communicating electronic detonators. After removing approx. half of the stemming, temperatures within the stemming zone quickly rose to above 80 degrees. Area was evactuated.

		12/12/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Fire on mobile plant: Fire occurred on water truck while undergoing maintenance in HME workshop. Fire started on emergency steering motor. Supervisor who noticed fire activated onboard fire suppression system which fully extinguished the fire. There were no injuries.

		12/18/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		A rear dump truck travelling down a ramp on a right-hand turn experienced a loss of traction when it crossed onto the wet section of road that had been recently strip watered.

		12/7/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		An uncontrolled movement occured when a rear dump truck entered the wet line at the intersection of a LH turn. The road was smooth and had not been scarified. A hump in the road had not been removed and it is believed that this caused the truck to move into the wet line

		12/11/20 0:00		MI04148		Jupiter Bulk Sample Pit		Coal		High Potential Incident		Electrical cable damage - Contractor electrician was using cordless drill to make hole in shed wall to install air con system when drill bit contacted live electrical incomer cable, tripping 32 amp  circuit breaker and 30 ma earth leakage protection causing loss of power . No injury or electric shock received.

		12/11/20 0:00		MI01918		Keatings Quarry		Metalliferous		High Potential Incident		Mobile Crusher on bench above north end pit floor.  Material discharging from conveyor over bench edge to pit floor. Mr Brownsey operating the CAT 966 Loader on the pit floor shifting dirt from location adjacent to conveyor discharge stockpile. Exclusion zone was in effect around conveyor stockpile and Loader reportedly outside exclusion zone. Loader struck on windscreen by small piece of rock, estimated approx 50mm.  Windscreen broken not penetrated.

		12/28/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Cable Damage - During routine development panel mining operations damage was sustained to a shuttle car cable resulting in exposed conductors..

		12/8/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Fire Occurred: Open flame under transfer conveyor. photographs indicate that the fire was in close proximity to "V" return rollers.

		12/16/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		LD006 (EIMCO 130) Safety shut-down circuit bypassed

		12/9/20 0:00		MI00666		Lady Loretta Mine		Metalliferous		High Potential Incident		A road train was turning into the mine access road when the rear trailer has overturned. No injury

		12/23/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Misfire -  electronic detonators failed to communicate.  Leakage on the detonators.

		12/20/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Potential Misfire. Loading ceased due to approaching weather event, hole bagged off,  rain water flooded the hole pulling downlines down the hole. Hole reloaded and fired will be excavated under JSA - Potential Misfire.

		12/17/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Tyre Burst (Lightning). A red lightning tarp was in place at the start of nightshift (6pm). The prestart meeting concluded as rain was starting to fall, the crew moved into the two crib huts. At 6:25 pm  lightning stuck a Liebherr dump truck. (Read other Details due to 70 word restriction and Photo in 1A attached).

		12/24/20 0:00		MI01907		Lake Vermont		Coal		Non reportable incident		dozer walked over the bund and slid into a power trough. The remote operator stopped the machine, notified his Supervisor and preserved the scene.

		12/16/20 0:00		MI00711		Meandu Mine		Coal		High Potential Incident		No Harm – On the 16th of December 2020 at 1845 at the ROM Crib hut area a CMW was preparing to leave the ROM Park-up in a Haul-Truck, when they have identified a hanging cable on a wooden lighting tower. On further inspection, it was observed a LED floodlight (approx. 5kg) had fallen approx. 12m from the tower and landed on a walkway access to park-up.

		12/6/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Boilermaker repairs were being undertaken above Pos 4 tyre assembly. Unbeknown to the boilermaker, hot slag had pooled on top of Pos 4 tyre. On completion of the repair the truck was relocated and smoke was noticed emanating from the tyre assembly. Personnel were evacuated from the area and the tyre was cooled with a water truck.

		12/18/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Misfire - primer leads washed into hole during storm, hole collapsed and leads unrecovered.

		12/7/20 0:00		MI00749		Moorvale Mine		Coal		High Potential Incident		Fire on equipment: Oil leaked onto a hot surface causing smoke and small fame extinguished by hand held

		12/27/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Failure in service - Chock #5 advanced manually by CMW.  Pontoon contacted CMU cover post, bending it into outlet #1 compromising the flamepath.

		12/18/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Gas Exceedance CH4 exceedance spiking to 3.25% recorded on PGD on LHS CM when elephant’s trunk fell out of vent line while tubing up. CM power tripped at 2%.

		12/6/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Kings shuttle car SC5011 returning to the boot, approximately 52m inbye of 39c/t MG606 (had not yet commenced back spool on this trip). Car tripped on Earth Leakage Cable has protruded through reeler spokes and has been contacted with the drive chain resulting in exposed conductors.

		12/21/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Strata failure -  Rib failure at a corner of an inactive gas stub. Found by the grader driver. 3m wide, 2.1m high, 2m deep. No persons working in the area at the time. Only cuttable dowels in rib, no steel. Depth of ground failure exceeded the reach of some the rib dowels.

		12/1/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Structural Failure: Jib pulley failed causing damage to structure, no fire , no injuries  Failure of jib pulley and jib structure at UC005 jib

		12/10/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Unplanned Movement - While Cutting MG to TG the sprag extended between the shearer drums on #56 roof support. While operators were informing ERZ Controller the same roof support ASQ’d by itself while operators were on the inbye side.

		12/10/20 0:00		MI00755		Mount Carbine Quarries		Metalliferous		High Potential Incident		The operator has noticed smoke in the sorter compartment, shut down plant and doused bearing with a Co2 extinguisher. This took place in the sorter box head drum.

		12/28/20 0:00		MI02103		Mount Carlton		Metalliferous		High Potential Incident		Fall of ground - while cleaning floor a FOG of approximately 30 t (8m on strike) has occurred from the back along a previously identified structure running parallel to ore drive. It had been rock bolted but ground is friable and calyey and lacked more effective split set support. Slight damage to loader

		12/22/20 0:00		MI00757		Mount Coot-Tha Quarry		Metalliferous		High Potential Incident		While plugging in an extension lead into a 15A Power outlet, the worker received an electric shock when his left hand touched the building structure. The RCD tripped and the worker has been taken for an ECG.

		12/19/20 0:00		MI00772		Mount Rawdon		Metalliferous		High Potential Incident		A MW was walking on the ground floor of the Mill. MW heard a bang, turned around and noticed a hammer had fallen to the ground where they had just walked.

		12/30/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		Approximate 10t rockfall in level access of 31A discovered by the ringfirers.

		12/2/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		During final hook up of charged up ring, unstable/verticalised rill has slumped around the front of the charge car and entered the charge basket. Worker has been able to extracate himself from basket

		12/20/20 0:00		MI00809		Mt Isa - Lead & Zinc Concentrator		Metalliferous		High Potential Incident		While a SAG Mill was down for internal maintenance, a shell lifter weighing approximately 400 kgs disjointed from its fastening track and fell 5.5 metres from the 11 o'clock position. There was no-one inside the mill at the time

		12/5/20 0:00		MI01760		Oaky Creek Surface Operations		Coal		High Potential Incident		LED Light Fitting Emergency Pack Fault - Whilst performing maintenance activity to check operation of emergency light, worker pressed Test button and Emergency Pack failed catastrophically causing the front panel to dislodge and contact the back of his right hand.

		12/7/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured between a breaker feeder and the towing loader when the towing loader hit the rib with its backet and came to an abrupt holt. The breaker feeder continued forward striking the stalled loader in the rear. Damage to the covers but no injury

		12/4/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured: A Surface water cart was lining up with the water stand pipe fill point. A second water cart has parked 12 metres behind to wait to fill up. The first water cart was not satisfied with the alignment of the truck to the fill point and without establishing positive communication has proceeded to reverse vehicle and has made contact with the parked vehicle

		12/1/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		Unplanned Movement: Whilst attempting to clear a fault on an LHD Park Brake, the CMW has become trapped in the LHD cab when the canopy has unexpectedly lowered. The LHD also moved forward when the canopy lowered and trapped the CMW. Other crew members assisted in stopping the LHD and extracating the CMW. First Aid rendered, machine isolated and investigation commenced.

		12/6/20 0:00		MI04116		Pajingo - Lynne Underground		Metalliferous		High Potential Incident		Supervisor was bent over checking right hand lifter tube with conduit pipe when a small rock fell from the face and struck him on the hard hat knocking it off.

		12/5/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		Collision - . LV 17 operator sees production drill at passing bay just above entrance to portal. LV 17 goes left of delineation bund to overtake production drill.  LV 60 comes down the ramp around right-hand corner at the top of delineation bund and sees LV17 hits brakes and skids approx. 2m and vehicles collide bull bar to bull bar. No injuries

		12/29/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		While driving to work place driver heard a bang, stopped to investigate. A 0.9m split set he had driven over had punctured the fuel tank.

		12/17/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		cable damage - The CMW in the cable tractor was shifting cable on the bench with the reel in position for the dragline to continue walking. When the CMW has closed the arm on the cable tractor to pull slack on the bench, a rock has been squashed in between the cable arm, resulting in a loss of power to the dragline.

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Coal Stockpile Tipping Breach. Rear dump was unloading, part of the load cascading onto the active roadway below. No Injuries. Photos Requested.

		12/13/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Collision. A  bollard inside the reload facility had been struck by an MMU. Upon investigation it was found that Auger 6 had struck the bollard whilst traversing through the reload to fill up ANFO. (Photo re-enactment positioning Auger 6 right hand side in photo in 1A.)

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Driver error    RD524 has left 2SA crib hut to head towards EX99 digger. Rather than accessing EX99 circuit via 4S, RD524 has headed towards 2S bridge. Once across 2S bridge, the RD has travelled along a prepped dragline bench towards EX99 before being funnelled into a LV road and accessing EX99 circuit.

		12/29/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		failure of electrical equipment - The welding rod has contacted a steel track embedded in the concrete floor and has tracked through the hydraulic jack frame, through the chassis and back to the earth clamp. While this occurred, an aluminium platform ladder was in contact with the hydraulic jack causing an arc/blowhole in two locations of the ladder.

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Fire-Turbo Fire on EXD 73 Liebher 9800 Excavator

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Mechnical Failure- Malfunction of Dragline Drag function fail safes allowing uncontrolled movement of ropes inside house of machine

		12/3/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		RDT vs Dozer: A RDT had just dumped its load. The ripper box of a reversing dozer made contact with the tray as it was being lowered. Minor damage.

		12/9/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Spontaneous combustion has occurred on the North Eastern batter of the reject stockpile adjacent to the northern haul road at 4N. The fire propagated affecting the vegetation in the immediate vicinity covering an area of approximately 50m2. The fire was extinguished  Photo attached 1A

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Unplanned Movement. Water cart overwatered the ramp, no dry line available. Rear Dump slid 50 metres. Instructed Superintendent to retrain Operational Services water cart operators in SOP and SWI requirements across all shifts and rosters. (Requested Photos)

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		While descending the 6nth RL 280 dump regrade ramp, the operator noticed the retard braking system was not functioning. The truck continued to travel (roll) through the intersection at the bottom of the ramp, passing in front of RD186, who has stopped short of the intersection breaching the priority rules procedure.

		12/19/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		A small flame was identified on the right hand rear idler of DZ06 at Ramp 30 dozer push while reversing dozer for crib. The flame was extinguished by the operator of DZ06. .

		12/15/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Equipment Fire: A flame was identified on the left side engine when Excavator 3 was out of service for refuel and inspection. The CMW has observed a small flame @ the turbo charger turbine where the oil feed line attaches to the turbocharger. Nil injuries and nil equipment damage.

		12/3/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Fire. Pulley on air-conditioning system seized. Belt continued to be pulled across seized pulley causing small fire. Extinguished using suppression system. No Injuries. Photo in 1A.

		12/13/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Fire. The operator manually started the fill point pump (PU2087 Weir 385) to commence refill of the water truck,  the operator observed a spark, glow and small flame approximately 3cm in length coming from water pump gland seal area. The operator shut down machine and used a handheld fire extinguisher to safely extinguish the flame. (Photo Attached in 1A)

		12/12/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Uncontrolled Movement: Light vehicle travelling along bitumen road has failed to negotiate a right corner bend (90 degrees) and has continued in a straight direction for approximately 30 m before going down into a drain and coming to rest on its side at the bottom of a drain. Driver left scene without injury.

		12/29/20 0:00		MI01479		Ravenswood Gold Mine		Metalliferous		High Potential Incident		Busy with stemming operations and while moving between shot holes was a change in gradient on bench surface which caused loader to move  in uncontrolled manner. Operator placed bucket down on surface to stabilise machine in so doing damaged down hole electonic detonator lead wires. Scene isolated, operator D & A tested. Scene released to recover loader subject to JSA and bench ttraffic management plan.

		12/2/20 0:00		MI01569		Rolleston Mine		Coal		High Potential Incident		A CMW lost the keys to the SSAN compound. Locks were subsequently changed as a precaution.

		12/18/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Excavator was digging hard material when the right hand side window in operator cabin has fallen inwards into the cabin. Roller blind prevented window falling completly onto the operator. No Injury sustained. Photos both inside and outside of cabin in form1A.

		12/2/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. At approximately 09:30AM, Drill during drilling,  the fire suppression discharged whilst drilling with no signs of any fire. The drill operator moved the drill approximately 50 meters and jacked it up ready for the fire suppression fitter to inspect the drill. Upon exiting the drill cab the drill operator has noticed smoke and flames coming from the offside of the engine. (Read Other Details)(Photos attached in 1A)

		12/1/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. MMU 7482 identified a haze/mist discharge originating from the rear discharge chute, the machine was stood down and returned to the explosives yard until it had been inspected by an fitter. MMU was loading its first blast hole MMU operator noticed a flame originate from the rear discharge chute. The MMU was consequently shutdown, fire suppression activated, and extinguishers used on the area and fire was extinguished.

		12/10/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Near Miss. Rear Dump was entering an intersection at Ramp 9 and noticed an Light Vehicle approaching the intersection. The Rear Dump truck operator slowed the truck because the Light Vehicle did not appear to be slowing down, when the Rear Dump Operator lost a visual of the Light Vehicle in the truck blind spot. (Read other Details)

		12/4/20 0:00		MI01258		Saraji		Coal		Non reportable incident		Electrical breaker failure - An electric shovel experianced a Main Transformer Over Current Fault while in service. This triggered a Bank 1 RPC Breaker Opening. An electrician was tasked with inspecting the shovel, on arrival they smelt smoke and initiated an emergency. The shovel was shutdown. Preliminary checks indicate a circuit breaker failure on RPC#1.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		During the quarries shutdown, workers onsite dug up cables with an excavator. One of the cables had been severed. The cables were not energised at the time.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		Excavator was being used to clean spillage material away from the plant and has cleared too much material away and exposed wires and cut through them with the excavator bucket.

		12/14/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Collision - An MMU was on the load bench beside a stemming truck when the stemming truck moved forward to load another hole. The rear auger has contacted the side of MMU leaving a visible scratch mark. Operators stopped and shut down both trucks and called the Shotfirer and OCE. No Injuries.

		12/10/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Explosive product found from an overburden shot by dozer push. No leads, boosters or dets found. Shotfirer inspected and dealt with the product.

		12/7/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Product found post shot. No leads, boosters or dets found. OCE and Shotfirer notified. Hole was demarcated and scene isolated for Shotfirer to deal with approx 20kg product.

		12/12/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire: Blasting product (ANFO) uncovered by dozer during bulk push operations.Supervisor, OCE and shotfirer notified. Area was bunded and demarcated with red flashing light to prevent access until shotfirer could inspect next day.

		12/2/20 0:00		MI01306		Thalanga		Metalliferous		High Potential Incident		Potential Electric Shock - Labratory Technician was vacumming when tingling was felt in the hand. This was reported to the Supervisor, so they plugged the vacuum into another power socket. After a minute or so, the employee felt a shock and reported seeing a spark on the vacuum handle.

		12/19/20 0:00		MI02812		Thalanga Undergrounds		Metalliferous		High Potential Incident		A fall of ground from the backs approx 10x4 metres was discovered upon a routine inspection.

		12/12/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Dozer #6 hydraulic hose has failed and sprayed a mist into the engine bay and the turbo has ignited the oil.  The fire suppression was activated however was not sufficient to put the fire out. The operator used a portable fire extinguisher to extinguish the fire.

		12/2/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Driver of an Embley Contracting Service Truck finished refuelling a genset for a communications tower when flames were noticed coming from the driver's side of the vehicle's engine.

		12/7/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Flames were observed on Rear Idler Wheel of right hand track after track began to stutter.

		12/15/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Loader #21 was prepping ROM stockpile, when fire in the engine bay began. The fire suppression was activated, and successfully extinguished the fire. There are no injured persons.

		12/7/20 0:00		MI01352		Whiteside Quarry		Metalliferous		High Potential Incident		During the testing of the uni-tronic? UT600 detonators on the uni-tronic? Test Box, it was found that the harness had a short circuit. After dissecting the harness wire, the bottom primer assembly (a 20m uni-tronic? UT600 detonator and a Pentex? H booster) in hole `K34? was found to be the cause of the short circuit. As ?K34? was a double primed hole (with a top primer assembly, a 9m uni-tronic? UT600 detonator and a Pentex? H booster)

		12/15/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		Equipment Fire - Whilst travelling on haul road operator noticed a flame emanating from the engine bay of the service truck. Stopped machine as the LOP fire suppression system activated. Hand held extinguisher was then used as a precaution. Early indications are a failed steering pump O Ring allow oil to spray into engine compartment.

		12/20/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		While loosening a blanking plate from a hydraulic block the worker has been exposed to fluid under pressure from behind the blanking plate.





Top 10 Hazards

		Incident Hazard		Count

		Human Error/Actions		164

		Moving Vehicles/Equipment		166

		Fire(s)		131

		Electrical Equipment		101

		Explosives		90

		Other		79

		Falling/Flying Material/Objects		71

		Flammable Liquids/Gases		52

		Moving Components/Parts		44

		Manual Handling		38





Previous years data

		Financial Year		SAFR		HPIs		Sas		Hours (millions)

		2017- 2018		0.505952381		2164		94		104.7

		2018-2019		0.6211180124		2110		110		109.5

		2019-2020		0.6329113924		2288		84		112.6

		2020-Jul to Dec		0.38		865		28
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December 2020 serious accidents

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/4/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		Serious Accident		Rock Fall, one person injured when struck by rock while carrying out bombing of hung up draw point

		12/6/20 0:00		MI00055		Blair Athol Mine		Coal		Serious Accident		Serious Accident - A fitter was using a high torque machine on a 785 Komatsu tyre nuts when he has crushed the tip of his left index finger between the Torque machine and the tyre rim. Was taken to the local Hospital, Doctor reviewed the injury and has referred the injured fitter to a surgeon.

		12/13/20 0:00		MI01547		Broadmeadow Mine		Coal		Serious Accident		Serious Accident: Operator driving drift-runner personnel carrier underground in reverse  was struck in lower jaw/lip by a metal object. The metal object was suspected to be a megabolt which contacted the vehicle as the vehicle travelled past cable bolt pod. The injured person was transported by ambulance to Moranbah hospital for treatment, and subsequently transferred to Mackay base hospital.

		12/23/20 0:00		MI01646		Carborough Downs		Coal		Serious Accident		Serious Accident - The operator stepped off the LH Cont Miner platform to the ground level. Before his foot reached the ground, his hand slipped resulting in his full body weight transferring to his LH ankle, resulting in a rolled ankle.





December 2020 HPIs

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/15/20 0:00		MI01362		Acid Plant		Metalliferous		High Potential Incident		Unplanned Gas Release (SO3) from Acid Plant Stack

		12/10/20 0:00		MI00025		Bajool- Cheetham & Port Alma Mine		Metalliferous		High Potential Incident		During the unloading of a stake of 15 pallets from a truck a tie down strap hooked the top pallet causing it to fall of the stack and strike the truck driver on his back. He is being assessed in the onsite first aid room.

		12/12/20 0:00		MI01586		Baralaba Coal Mine		Coal		High Potential Incident		Uncontrolled Movement: The operator of a  fully loaded service truck failed to stop while descending a ramp after having an issue with the performance of brakes.

		12/5/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Cable damage - Dragline 39 (DRE39) was deadheading and whilst in operation the tub has made contact with it’s HV trailing cable causing damage resulting in a phase to earth fault, activating the Substation Feeder cable protection, tripping power to the machine.

		12/18/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Collision-  excavator was being operated in training.  During the course of loading the excavator has slewed away from the truck to perform clean up, making contact with the rear dump bending the step on the excavator.

		12/1/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Electric shock - CMW received an electric shock whilst relocating welder earth clamps without isolating power. CMW reported to paramedic for health assessment. Was cleared for full duties

		12/14/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Equipment Fire - Operator noticed cab air conditioner had stopped working. Parked Grader at R54 Go-Line and called maintenance. On arrival the auto electrician opened the engine side compartment and noticed a flame from the air-con compressor guarding. Extinguished with a handheld and set off fire suppression manually.

		12/6/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Mechanical failure causing fire – A RAX link failure occurred on a rear dump truck causing the body of the truck to rub on POS4 tyre which after the vehicle was stopped produced flames. Fire extinguished by water truck. Exclusion zone established. No Injuries.

		12/15/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Unplanned movement- Operator has relocating a lighting plant when the lighting plant has rolled onto its side. The mast of the lighting plant was not lowered before moving as required.

		12/7/20 0:00		MI03841		BMA Major Shutdowns - Saraji Mine		Coal		High Potential Incident		While lifting a drag gear half into the RHS rear of DL011 the load has shifted in the lifting frame causing a 90 degree movement of the 5,900kg gear. This movement has caused the overhead crane rope to catastrophically fail and drop the gear and hook around 5 metres into the barricaded lift zone below

		12/9/20 0:00		MI00147		Bundaberg Sand Mine		Metalliferous		High Potential Incident		A  truck was reversing back from the silos after being loaded when the trailer made contact with a sand skip pushing it into the lab wall

		12/21/20 0:00		MI02106		Byerwen Mine		Coal		High Potential Incident		Fire. Operator was notified by dozer operator of a flame in the engine bay. Operator shutdown engine, fire self extinguished. Inspection located loose oil filter allowed oil to spray over intake side of lagged turbo. No Injuries.  Photo attached in 1A.

		12/23/20 0:00		MI01650		Byrne Brothers Quarry		Metalliferous		High Potential Incident		While driving up the access ramp to upgrade the bund, the loader has rolled onto its right side.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		Fire on vehicle - Whilst undertaking servicing operations, the serviceman noticed an amount of smoke emanating from the grease cabinet at the rear of a 773D service truck. Upon investigation, the serviceman discovered a small flame rising from a grease unit control solenoid.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		A solenoid controlling the release of grease failed, resulting in it becoming hot. The grease cabinet had a small amount of hydrocarbon residue which when the solenoid became hot caused smoke and then ignited causing a small flame. It is unclear as to what caused the solenoid to overheat.

		12/11/20 0:00		MI00094		Cannington Mine		Metalliferous		High Potential Incident		An EWP operator was manoeuvring the basket via the basket controls to set up rigging equipment under the paste plant mixer. The EWP operator became pinned between the basket and a structural steel beam. The EWP pinned the worker between his upper chest and his shoulders. Operator lost consciousness

		12/9/20 0:00		MI00553		Capcoal Surface Coal Mine (Ex German Creek)		Coal		High Potential Incident		Uncontrolled Movement.  A 5t forklift was carrying an EWP over uneven muddy ground. The forklift drove into a concrete drain which meant the forklift was slightly going downhill. The rear wheels of the forklift slightly came off the ground and the operator applied the brakes and the EWP then fell forward off the tines.   Photo in attachment.

		12/31/20 0:00		MI00762		Capricorn Copper Mine		Metalliferous		High Potential Incident		During dayshift of the 30/12/2020 a stope was being backfilled with waste rock, during which backfill was pushed up under a pillar using between 2 drives;  On nightshift of the 30/12/20 no Backfilling took place. Upon inspection of the site on the dayshift 31/12/20  the pillar has been found to be failed down onto the backfill.

		12/19/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		As part of a ventilation change to force ventilate TG12 by auxiliary fan, the fan tripped on overtemp at 18:45. The fan was restarted twice but unable to clear the electrical overtemp fault.

		12/22/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Forklift was unloading 1 of 3 steel casing pipes when it has moved and fell to the ground

		12/3/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Methane exceedance - A fault occured on a cooling fan for the Main Ventilation fans causing the fans to trip. The ventilation failure further resulted in 2.51%methane detected in MG9 gateroad and peaked at 2.63%methane. Ventilation restored, Deputies investigating source of exceedance.

		12/27/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Structural failure - Tech Mesh and stopping fabric restraints failed during installation, falling into roadway near CMW spraying.

		12/4/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Loss of control - An excavator was working an overburden bench pad checking for blowholes from shotfiring when its L/H track sank into the bench leaning the excavator over and its bucket contacted the tray of a rear dump truck waiting to be loaded. No Injuries.

		12/6/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Vehicle roll over – A scraper rolled onto its side while negotiating R/H corner at a surface mine. Operator has complained of a sore neck since the incident, has been referred to hospital by Paramedic to be checked by a Doctor. Minimal primary information available at time of call.

		12/2/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Fire - A fire occured within a water trucks engine bay resulting in damage to the electrical wiring and fuel line. Initial investigation has indicated a fuel line has rubbed through on the body of the truck. Fire extiniguished both a combination of on board suppression and hand held extinguisher. No Injuries

		12/4/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Mechanical Failure - A service truck had just fuelled a gen set and was reversing away when the operator noticed loss of steering and a dragging noise. Operator stopped the truck and investigated finding one set of the front dual steering wheels were facing a different direction to the other set. Scene secured.

		12/6/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Uncontrolled movement - lighting plant detached from the LV towing it, rolled approx 40M until reached bund then rolled onto its side.  Safety chains were not attached. No other vehicles or personnel present.

		12/29/20 0:00		MI02952		Caval Ridge Mine		Coal		Non reportable incident		CV141 (plant feed conveyor) sequence tripped on a pull wire trip. Upon visual inspection, it was observed that the discharge chute inspection door on FE141 (feeds coal onto CV141) has opened during operation spilling coal onto the platform and has subsequently damaged/broken the hand railing spilling coal onto conveyor and area below.

		12/21/20 0:00		MI01781		Clermont Mine - Open Cut		Coal		High Potential Incident		Strucual Failure: Metal drill identification sign had hit the roof come to rest on the ground beside the drill.

		12/12/20 0:00		MI01584		Collinsville Mine - Open Cut		Coal		High Potential Incident		Fire on Mobile plant: Operator of JCB loader smelt smoke and saw visible flame on loader while loading top soil into Moxy trucks at a top soil dump.  After activating the isolation switch on the loader, the operator proceeded to use a hand held extinguisher to extinguish the fire. Indications were that fire developed around park brake.

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst conducting a condition monitoring inspection of a raised rear dump tray via a Boom-Type Elevated Work Platform, the tray crept lower making contact of the EWP basket

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst raising the rear of haul truck using a compressed air jack under the rear axle, the truck rolled forward approximately 2m causing the rear of the haul truck to fall off the stands and jack to the ground.

		12/6/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Fire – A fire occurred in the engine bay of an overburden drill when the starter motor stayed engaged after starting and overheated. The fire suppression system did not work in auto or in manual, fire extinguished with hand held extinguisher. No Injuries.

		12/15/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Possible fume exposure: After a blast, two dump truck operators reported a foul smell inside their trucks, followed by headaches and nausea.

		12/22/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Unplanned Movement. Rear dump was descending a 10% ramp recently watered, dry line available. Operator made an error of judgement all wheels in wet line, lost control sliding for >58 metres. No Injuries. Last day of 7 x 7 Roster. BMA Employee.

		12/18/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Cook at Mine camp kitchen was conducting food preparation using a food mixer and received a suspected electric shock.

		12/12/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on mobile plant: Dozer operator (Dragline push) noticed small fire near battery box on machine while operating and activated fire suppression system. After the suppression system failed to extinguish fire, operator used hand held extinguisher to extinguish fire. No injury reported.

		12/1/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant-  fire has occured after a turbo failure. Fire extingushed by hand held extingusher.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant- Whilst washing ROM coal, Coarse Coal Centrifuge has burnt the belt off when the build up of coal has stopped the belt and friction has ignited the belt.  Small flame was witnessed by the operator and extinguished using water.

		12/10/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Lost key to explosive store Operator has placed an Emulsion Tank key in his crib bag which is then in the truck with the operator. Key cannot now be located.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Misfire- Ehovel has uncovered 1KG of Anfo. No dets or boosters.

		12/22/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unconyrolled movement -  Light Bus has contacted rock and sustained tyre damage. Bus has then turned to the left and contacted bund.

		12/19/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unplanned Event-  LV was traveling on through Road, Truck has stopped at stop sign on the terminating road and then accelerated again. The RD operator failed to see the LV and proceeded through the intersection. LV operator has braked as the LV operator did not think that the HV operator had seen the LV.

		12/27/20 0:00		MI01908		Dugald River Project		Metalliferous		High Potential Incident		Bogger operator was backfilling with a rolling bund towards a rock pillar. The operator removed the bund and commenced clean up. While cleaning up the floor the operator noticed small hole in the floor near his cab. While attempting to contact Shift Supervisor the slump hole began to open further, so he exited the bogger and level to call the shiftboss via level access phone.

		12/7/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		After changing the rear right hand tyre on Light Vehicle LV079 at the 180 UG workshop and driving up the decline on route to the surface, the rear right hand tyre has fallen off

		12/10/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		Small rockfall found on decline

		12/1/20 0:00		MI02663		Ensham Underground Mine		Coal		High Potential Incident		CM02 was pulling up slack cable to go into the next plunge.  The shuttle car operator waited at the back to back for some time but when the cable did not get pulled he drove  to the boot-end  While the shuttle car operator was away the CM operator trammed the machine inbye and pulled the cable.The cable was pulled out of the restrained plug.

		12/7/20 0:00		MI02716		Exploration - Waratah Coal-Styx Coal		Coal		Non reportable incident		Whilst boarding a backhoe, the operator scratched his forehead on the cabin frame.

		12/10/20 0:00		MI04157		Frankfield Quarry		Metalliferous		High Potential Incident		An excavator positioned on a pad of crushed material has rolled over when the edge gave way. The operator was wearing the seat belt, no injury.

		12/5/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		'- Fire on R2900 Loader while tramming between declines, no injuries. Loader shut down, suppression activated which did not fully extinguish fire, extinguished with 1 x hand held 9kg.

		12/31/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		Approximately 30 kgs of rock scats found on drive. Had fallen through highly corroded mesh.

		12/10/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		A Fire occurred: Grease fire on trunion bearing

		12/3/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision - An Excavator had just completed loading and was repositioning / reversing at the same time a Dozer that had been pushing a ramp on the bench for end of shift. The Dozer and excavator reversed into each other and made contact between the counterweight of the excavator and the handrails of the Dozer. No Injuries. Minor Damage to handrails.

		12/7/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision. Shovel had walked off the face and relocated pinata, dozer was cleaning up inside swing radius of shovel. Shovel swung, counter weights making contact with right hand side lift cylinder and walkway/ handrail of dozer. Contact with the handrail causing the handrail to hit left side window of dozer cracking glass. No Injuries. Dozer operator trainee, trainer in circuit. Procedural Breach.

		12/8/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Fire. Mulching trailer was being towed by a John Deere tractor, smoke was observed coming from bales of hay. Extinguished by CAT 777 Water Cart. No Injuries or equipment damage. Possible Spontaneous Combustion. Unknown if hay was baled green.

		12/4/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movement. Rear Dump was descending the ramp empty, ramp surface overwatered, no dry line. Rear Dump slid 100 - 120 metres coming to rest adjacent high risk bund.

		12/29/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movemnet:-RD was heading back to get another load from the screening pad stock pile the truck has experienced a lost traction resulting in it contacting the center divider. A light vehicle traveling towards the truck at the time of the loss of traction and the L/V operator has applied the brakes coming to stop around 25meters form the incident. No injuries or damage sustained.

		12/17/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		SHE35 was walking into the face and has turned to check the cable at which time the shovel counterweight has made contact with TRD321, which was cleaning up on the Shovels western side.

		12/23/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Cable Damage While shuttle car was wheeling towards the boot end the spiral wrap covering the anchor point sock became the reeler indexer causing the cable to be torn appart and the short circuit protection of the circuit to operate.

		12/5/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Trailing cable damage, mechanical insult – A shuttle Car was returning to the face when vent tube chains stored on the reeler cover, fell into the cable reeler entangling in the cable. The chains caused significant damaged to the cable (exposed conductors). No Injuries. No persons witnessed a flash.

		12/2/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Fie on Equipment: Smoke  comming from engine operator stopped inspected saw Small flame activated fire suppression water cart doused machine to ensure fire out

		12/11/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Misfire- Slumping occured and has taken the tree Ikon leads down the hole. They were unable  to be retrived. The hole will be a misfire.

		12/8/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Unplanned Movement- Dozer  was reversing to continue on slot push. Whilst reversing back the left side track ofDozer has lost traction and tracked into next slot down. It was during this motion that Dozer has continued its loss of traction resulting in a rollover to its left hand side.  Nil injuries were sustained as a result of this event.

		12/10/20 0:00		MI00582		Grosvenor Quarry		Metalliferous		High Potential Incident		Operator of pugmill went to refuel pump before it ran out of petrol. It was supplying water to pugmill. Switched off pump went back approximately 5 minutes later poured petrol from jerry can via funnel into petrol tank that sits above exhast component of pump. Some fuel contacted heated surface caught alight scolding operator's fingers and thumb. Taken to Moranbah out patients for treament, diagnosed as superficial burns

		12/8/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		A steering hydraulic oil fire in the engine bay was put out with the onboard extinguishing system.

		12/10/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Exploisves - Elevated Temperature. A vac truck was used to remove stemming from a loaded hole with non-communicating electronic detonators. After removing approx. half of the stemming, temperatures within the stemming zone quickly rose to above 80 degrees. Area was evactuated.

		12/12/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Fire on mobile plant: Fire occurred on water truck while undergoing maintenance in HME workshop. Fire started on emergency steering motor. Supervisor who noticed fire activated onboard fire suppression system which fully extinguished the fire. There were no injuries.

		12/18/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		A rear dump truck travelling down a ramp on a right-hand turn experienced a loss of traction when it crossed onto the wet section of road that had been recently strip watered.

		12/7/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		An uncontrolled movement occured when a rear dump truck entered the wet line at the intersection of a LH turn. The road was smooth and had not been scarified. A hump in the road had not been removed and it is believed that this caused the truck to move into the wet line

		12/11/20 0:00		MI04148		Jupiter Bulk Sample Pit		Coal		High Potential Incident		Electrical cable damage - Contractor electrician was using cordless drill to make hole in shed wall to install air con system when drill bit contacted live electrical incomer cable, tripping 32 amp  circuit breaker and 30 ma earth leakage protection causing loss of power . No injury or electric shock received.

		12/11/20 0:00		MI01918		Keatings Quarry		Metalliferous		High Potential Incident		Mobile Crusher on bench above north end pit floor.  Material discharging from conveyor over bench edge to pit floor. Mr Brownsey operating the CAT 966 Loader on the pit floor shifting dirt from location adjacent to conveyor discharge stockpile. Exclusion zone was in effect around conveyor stockpile and Loader reportedly outside exclusion zone. Loader struck on windscreen by small piece of rock, estimated approx 50mm.  Windscreen broken not penetrated.

		12/28/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Cable Damage - During routine development panel mining operations damage was sustained to a shuttle car cable resulting in exposed conductors..

		12/8/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Fire Occurred: Open flame under transfer conveyor. photographs indicate that the fire was in close proximity to "V" return rollers.

		12/16/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		LD006 (EIMCO 130) Safety shut-down circuit bypassed

		12/9/20 0:00		MI00666		Lady Loretta Mine		Metalliferous		High Potential Incident		A road train was turning into the mine access road when the rear trailer has overturned. No injury

		12/23/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Misfire -  electronic detonators failed to communicate.  Leakage on the detonators.

		12/20/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Potential Misfire. Loading ceased due to approaching weather event, hole bagged off,  rain water flooded the hole pulling downlines down the hole. Hole reloaded and fired will be excavated under JSA - Potential Misfire.

		12/17/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Tyre Burst (Lightning). A red lightning tarp was in place at the start of nightshift (6pm). The prestart meeting concluded as rain was starting to fall, the crew moved into the two crib huts. At 6:25 pm  lightning stuck a Liebherr dump truck. (Read other Details due to 70 word restriction and Photo in 1A attached).

		12/24/20 0:00		MI01907		Lake Vermont		Coal		Non reportable incident		dozer walked over the bund and slid into a power trough. The remote operator stopped the machine, notified his Supervisor and preserved the scene.

		12/16/20 0:00		MI00711		Meandu Mine		Coal		High Potential Incident		No Harm – On the 16th of December 2020 at 1845 at the ROM Crib hut area a CMW was preparing to leave the ROM Park-up in a Haul-Truck, when they have identified a hanging cable on a wooden lighting tower. On further inspection, it was observed a LED floodlight (approx. 5kg) had fallen approx. 12m from the tower and landed on a walkway access to park-up.

		12/6/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Boilermaker repairs were being undertaken above Pos 4 tyre assembly. Unbeknown to the boilermaker, hot slag had pooled on top of Pos 4 tyre. On completion of the repair the truck was relocated and smoke was noticed emanating from the tyre assembly. Personnel were evacuated from the area and the tyre was cooled with a water truck.

		12/18/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Misfire - primer leads washed into hole during storm, hole collapsed and leads unrecovered.

		12/7/20 0:00		MI00749		Moorvale Mine		Coal		High Potential Incident		Fire on equipment: Oil leaked onto a hot surface causing smoke and small fame extinguished by hand held

		12/27/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Failure in service - Chock #5 advanced manually by CMW.  Pontoon contacted CMU cover post, bending it into outlet #1 compromising the flamepath.

		12/18/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Gas Exceedance CH4 exceedance spiking to 3.25% recorded on PGD on LHS CM when elephant’s trunk fell out of vent line while tubing up. CM power tripped at 2%.

		12/6/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Kings shuttle car SC5011 returning to the boot, approximately 52m inbye of 39c/t MG606 (had not yet commenced back spool on this trip). Car tripped on Earth Leakage Cable has protruded through reeler spokes and has been contacted with the drive chain resulting in exposed conductors.

		12/21/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Strata failure -  Rib failure at a corner of an inactive gas stub. Found by the grader driver. 3m wide, 2.1m high, 2m deep. No persons working in the area at the time. Only cuttable dowels in rib, no steel. Depth of ground failure exceeded the reach of some the rib dowels.

		12/1/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Structural Failure: Jib pulley failed causing damage to structure, no fire , no injuries  Failure of jib pulley and jib structure at UC005 jib

		12/10/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Unplanned Movement - While Cutting MG to TG the sprag extended between the shearer drums on #56 roof support. While operators were informing ERZ Controller the same roof support ASQ’d by itself while operators were on the inbye side.

		12/10/20 0:00		MI00755		Mount Carbine Quarries		Metalliferous		High Potential Incident		The operator has noticed smoke in the sorter compartment, shut down plant and doused bearing with a Co2 extinguisher. This took place in the sorter box head drum.

		12/28/20 0:00		MI02103		Mount Carlton		Metalliferous		High Potential Incident		Fall of ground - while cleaning floor a FOG of approximately 30 t (8m on strike) has occurred from the back along a previously identified structure running parallel to ore drive. It had been rock bolted but ground is friable and calyey and lacked more effective split set support. Slight damage to loader

		12/22/20 0:00		MI00757		Mount Coot-Tha Quarry		Metalliferous		High Potential Incident		While plugging in an extension lead into a 15A Power outlet, the worker received an electric shock when his left hand touched the building structure. The RCD tripped and the worker has been taken for an ECG.

		12/19/20 0:00		MI00772		Mount Rawdon		Metalliferous		High Potential Incident		A MW was walking on the ground floor of the Mill. MW heard a bang, turned around and noticed a hammer had fallen to the ground where they had just walked.

		12/30/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		Approximate 10t rockfall in level access of 31A discovered by the ringfirers.

		12/2/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		During final hook up of charged up ring, unstable/verticalised rill has slumped around the front of the charge car and entered the charge basket. Worker has been able to extracate himself from basket

		12/20/20 0:00		MI00809		Mt Isa - Lead & Zinc Concentrator		Metalliferous		High Potential Incident		While a SAG Mill was down for internal maintenance, a shell lifter weighing approximately 400 kgs disjointed from its fastening track and fell 5.5 metres from the 11 o'clock position. There was no-one inside the mill at the time

		12/5/20 0:00		MI01760		Oaky Creek Surface Operations		Coal		High Potential Incident		LED Light Fitting Emergency Pack Fault - Whilst performing maintenance activity to check operation of emergency light, worker pressed Test button and Emergency Pack failed catastrophically causing the front panel to dislodge and contact the back of his right hand.

		12/7/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured between a breaker feeder and the towing loader when the towing loader hit the rib with its backet and came to an abrupt holt. The breaker feeder continued forward striking the stalled loader in the rear. Damage to the covers but no injury

		12/4/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured: A Surface water cart was lining up with the water stand pipe fill point. A second water cart has parked 12 metres behind to wait to fill up. The first water cart was not satisfied with the alignment of the truck to the fill point and without establishing positive communication has proceeded to reverse vehicle and has made contact with the parked vehicle

		12/1/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		Unplanned Movement: Whilst attempting to clear a fault on an LHD Park Brake, the CMW has become trapped in the LHD cab when the canopy has unexpectedly lowered. The LHD also moved forward when the canopy lowered and trapped the CMW. Other crew members assisted in stopping the LHD and extracating the CMW. First Aid rendered, machine isolated and investigation commenced.

		12/6/20 0:00		MI04116		Pajingo - Lynne Underground		Metalliferous		High Potential Incident		Supervisor was bent over checking right hand lifter tube with conduit pipe when a small rock fell from the face and struck him on the hard hat knocking it off.

		12/5/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		Collision - . LV 17 operator sees production drill at passing bay just above entrance to portal. LV 17 goes left of delineation bund to overtake production drill.  LV 60 comes down the ramp around right-hand corner at the top of delineation bund and sees LV17 hits brakes and skids approx. 2m and vehicles collide bull bar to bull bar. No injuries

		12/29/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		While driving to work place driver heard a bang, stopped to investigate. A 0.9m split set he had driven over had punctured the fuel tank.

		12/17/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		cable damage - The CMW in the cable tractor was shifting cable on the bench with the reel in position for the dragline to continue walking. When the CMW has closed the arm on the cable tractor to pull slack on the bench, a rock has been squashed in between the cable arm, resulting in a loss of power to the dragline.

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Coal Stockpile Tipping Breach. Rear dump was unloading, part of the load cascading onto the active roadway below. No Injuries. Photos Requested.

		12/13/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Collision. A  bollard inside the reload facility had been struck by an MMU. Upon investigation it was found that Auger 6 had struck the bollard whilst traversing through the reload to fill up ANFO. (Photo re-enactment positioning Auger 6 right hand side in photo in 1A.)

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Driver error    RD524 has left 2SA crib hut to head towards EX99 digger. Rather than accessing EX99 circuit via 4S, RD524 has headed towards 2S bridge. Once across 2S bridge, the RD has travelled along a prepped dragline bench towards EX99 before being funnelled into a LV road and accessing EX99 circuit.

		12/29/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		failure of electrical equipment - The welding rod has contacted a steel track embedded in the concrete floor and has tracked through the hydraulic jack frame, through the chassis and back to the earth clamp. While this occurred, an aluminium platform ladder was in contact with the hydraulic jack causing an arc/blowhole in two locations of the ladder.

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Fire-Turbo Fire on EXD 73 Liebher 9800 Excavator

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Mechnical Failure- Malfunction of Dragline Drag function fail safes allowing uncontrolled movement of ropes inside house of machine

		12/3/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		RDT vs Dozer: A RDT had just dumped its load. The ripper box of a reversing dozer made contact with the tray as it was being lowered. Minor damage.

		12/9/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Spontaneous combustion has occurred on the North Eastern batter of the reject stockpile adjacent to the northern haul road at 4N. The fire propagated affecting the vegetation in the immediate vicinity covering an area of approximately 50m2. The fire was extinguished  Photo attached 1A

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Unplanned Movement. Water cart overwatered the ramp, no dry line available. Rear Dump slid 50 metres. Instructed Superintendent to retrain Operational Services water cart operators in SOP and SWI requirements across all shifts and rosters. (Requested Photos)

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		While descending the 6nth RL 280 dump regrade ramp, the operator noticed the retard braking system was not functioning. The truck continued to travel (roll) through the intersection at the bottom of the ramp, passing in front of RD186, who has stopped short of the intersection breaching the priority rules procedure.

		12/19/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		A small flame was identified on the right hand rear idler of DZ06 at Ramp 30 dozer push while reversing dozer for crib. The flame was extinguished by the operator of DZ06. .

		12/15/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Equipment Fire: A flame was identified on the left side engine when Excavator 3 was out of service for refuel and inspection. The CMW has observed a small flame @ the turbo charger turbine where the oil feed line attaches to the turbocharger. Nil injuries and nil equipment damage.

		12/3/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Fire. Pulley on air-conditioning system seized. Belt continued to be pulled across seized pulley causing small fire. Extinguished using suppression system. No Injuries. Photo in 1A.

		12/13/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Fire. The operator manually started the fill point pump (PU2087 Weir 385) to commence refill of the water truck,  the operator observed a spark, glow and small flame approximately 3cm in length coming from water pump gland seal area. The operator shut down machine and used a handheld fire extinguisher to safely extinguish the flame. (Photo Attached in 1A)

		12/12/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Uncontrolled Movement: Light vehicle travelling along bitumen road has failed to negotiate a right corner bend (90 degrees) and has continued in a straight direction for approximately 30 m before going down into a drain and coming to rest on its side at the bottom of a drain. Driver left scene without injury.

		12/29/20 0:00		MI01479		Ravenswood Gold Mine		Metalliferous		High Potential Incident		Busy with stemming operations and while moving between shot holes was a change in gradient on bench surface which caused loader to move  in uncontrolled manner. Operator placed bucket down on surface to stabilise machine in so doing damaged down hole electonic detonator lead wires. Scene isolated, operator D & A tested. Scene released to recover loader subject to JSA and bench ttraffic management plan.

		12/2/20 0:00		MI01569		Rolleston Mine		Coal		High Potential Incident		A CMW lost the keys to the SSAN compound. Locks were subsequently changed as a precaution.

		12/18/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Excavator was digging hard material when the right hand side window in operator cabin has fallen inwards into the cabin. Roller blind prevented window falling completly onto the operator. No Injury sustained. Photos both inside and outside of cabin in form1A.

		12/2/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. At approximately 09:30AM, Drill during drilling,  the fire suppression discharged whilst drilling with no signs of any fire. The drill operator moved the drill approximately 50 meters and jacked it up ready for the fire suppression fitter to inspect the drill. Upon exiting the drill cab the drill operator has noticed smoke and flames coming from the offside of the engine. (Read Other Details)(Photos attached in 1A)

		12/1/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. MMU 7482 identified a haze/mist discharge originating from the rear discharge chute, the machine was stood down and returned to the explosives yard until it had been inspected by an fitter. MMU was loading its first blast hole MMU operator noticed a flame originate from the rear discharge chute. The MMU was consequently shutdown, fire suppression activated, and extinguishers used on the area and fire was extinguished.

		12/10/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Near Miss. Rear Dump was entering an intersection at Ramp 9 and noticed an Light Vehicle approaching the intersection. The Rear Dump truck operator slowed the truck because the Light Vehicle did not appear to be slowing down, when the Rear Dump Operator lost a visual of the Light Vehicle in the truck blind spot. (Read other Details)

		12/4/20 0:00		MI01258		Saraji		Coal		Non reportable incident		Electrical breaker failure - An electric shovel experianced a Main Transformer Over Current Fault while in service. This triggered a Bank 1 RPC Breaker Opening. An electrician was tasked with inspecting the shovel, on arrival they smelt smoke and initiated an emergency. The shovel was shutdown. Preliminary checks indicate a circuit breaker failure on RPC#1.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		During the quarries shutdown, workers onsite dug up cables with an excavator. One of the cables had been severed. The cables were not energised at the time.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		Excavator was being used to clean spillage material away from the plant and has cleared too much material away and exposed wires and cut through them with the excavator bucket.

		12/14/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Collision - An MMU was on the load bench beside a stemming truck when the stemming truck moved forward to load another hole. The rear auger has contacted the side of MMU leaving a visible scratch mark. Operators stopped and shut down both trucks and called the Shotfirer and OCE. No Injuries.

		12/10/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Explosive product found from an overburden shot by dozer push. No leads, boosters or dets found. Shotfirer inspected and dealt with the product.

		12/7/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Product found post shot. No leads, boosters or dets found. OCE and Shotfirer notified. Hole was demarcated and scene isolated for Shotfirer to deal with approx 20kg product.

		12/12/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire: Blasting product (ANFO) uncovered by dozer during bulk push operations.Supervisor, OCE and shotfirer notified. Area was bunded and demarcated with red flashing light to prevent access until shotfirer could inspect next day.

		12/2/20 0:00		MI01306		Thalanga		Metalliferous		High Potential Incident		Potential Electric Shock - Labratory Technician was vacumming when tingling was felt in the hand. This was reported to the Supervisor, so they plugged the vacuum into another power socket. After a minute or so, the employee felt a shock and reported seeing a spark on the vacuum handle.

		12/19/20 0:00		MI02812		Thalanga Undergrounds		Metalliferous		High Potential Incident		A fall of ground from the backs approx 10x4 metres was discovered upon a routine inspection.

		12/12/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Dozer #6 hydraulic hose has failed and sprayed a mist into the engine bay and the turbo has ignited the oil.  The fire suppression was activated however was not sufficient to put the fire out. The operator used a portable fire extinguisher to extinguish the fire.

		12/2/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Driver of an Embley Contracting Service Truck finished refuelling a genset for a communications tower when flames were noticed coming from the driver's side of the vehicle's engine.

		12/7/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Flames were observed on Rear Idler Wheel of right hand track after track began to stutter.

		12/15/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Loader #21 was prepping ROM stockpile, when fire in the engine bay began. The fire suppression was activated, and successfully extinguished the fire. There are no injured persons.

		12/7/20 0:00		MI01352		Whiteside Quarry		Metalliferous		High Potential Incident		During the testing of the uni-tronic? UT600 detonators on the uni-tronic? Test Box, it was found that the harness had a short circuit. After dissecting the harness wire, the bottom primer assembly (a 20m uni-tronic? UT600 detonator and a Pentex? H booster) in hole `K34? was found to be the cause of the short circuit. As ?K34? was a double primed hole (with a top primer assembly, a 9m uni-tronic? UT600 detonator and a Pentex? H booster)

		12/15/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		Equipment Fire - Whilst travelling on haul road operator noticed a flame emanating from the engine bay of the service truck. Stopped machine as the LOP fire suppression system activated. Hand held extinguisher was then used as a precaution. Early indications are a failed steering pump O Ring allow oil to spray into engine compartment.

		12/20/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		While loosening a blanking plate from a hydraulic block the worker has been exposed to fluid under pressure from behind the blanking plate.





Top 10 Hazards

		Incident Hazard		Count

		Human Error/Actions		164

		Moving Vehicles/Equipment		166

		Fire(s)		131

		Electrical Equipment		101

		Explosives		90

		Other		79

		Falling/Flying Material/Objects		71

		Flammable Liquids/Gases		52

		Moving Components/Parts		44

		Manual Handling		38





Previous years data

		Financial Year		SAFR		HPIs		Sas		Hours (millions)

		17-18		0.1623686724		2164		17		104.7

		18-19		0.1826484018		2110		20		109.5

		19-20		0.1776198934		2288		20		112.6

		20-21 (YTD)		0.56		865		5
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December 2020 serious accidents

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/4/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		Serious Accident		Rock Fall, one person injured when struck by rock while carrying out bombing of hung up draw point

		12/6/20 0:00		MI00055		Blair Athol Mine		Coal		Serious Accident		Serious Accident - A fitter was using a high torque machine on a 785 Komatsu tyre nuts when he has crushed the tip of his left index finger between the Torque machine and the tyre rim. Was taken to the local Hospital, Doctor reviewed the injury and has referred the injured fitter to a surgeon.

		12/13/20 0:00		MI01547		Broadmeadow Mine		Coal		Serious Accident		Serious Accident: Operator driving drift-runner personnel carrier underground in reverse  was struck in lower jaw/lip by a metal object. The metal object was suspected to be a megabolt which contacted the vehicle as the vehicle travelled past cable bolt pod. The injured person was transported by ambulance to Moranbah hospital for treatment, and subsequently transferred to Mackay base hospital.

		12/23/20 0:00		MI01646		Carborough Downs		Coal		Serious Accident		Serious Accident - The operator stepped off the LH Cont Miner platform to the ground level. Before his foot reached the ground, his hand slipped resulting in his full body weight transferring to his LH ankle, resulting in a rolled ankle.





December 2020 HPIs

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/15/20 0:00		MI01362		Acid Plant		Metalliferous		High Potential Incident		Unplanned Gas Release (SO3) from Acid Plant Stack

		12/10/20 0:00		MI00025		Bajool- Cheetham & Port Alma Mine		Metalliferous		High Potential Incident		During the unloading of a stake of 15 pallets from a truck a tie down strap hooked the top pallet causing it to fall of the stack and strike the truck driver on his back. He is being assessed in the onsite first aid room.

		12/12/20 0:00		MI01586		Baralaba Coal Mine		Coal		High Potential Incident		Uncontrolled Movement: The operator of a  fully loaded service truck failed to stop while descending a ramp after having an issue with the performance of brakes.

		12/5/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Cable damage - Dragline 39 (DRE39) was deadheading and whilst in operation the tub has made contact with it’s HV trailing cable causing damage resulting in a phase to earth fault, activating the Substation Feeder cable protection, tripping power to the machine.

		12/18/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Collision-  excavator was being operated in training.  During the course of loading the excavator has slewed away from the truck to perform clean up, making contact with the rear dump bending the step on the excavator.

		12/1/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Electric shock - CMW received an electric shock whilst relocating welder earth clamps without isolating power. CMW reported to paramedic for health assessment. Was cleared for full duties

		12/14/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Equipment Fire - Operator noticed cab air conditioner had stopped working. Parked Grader at R54 Go-Line and called maintenance. On arrival the auto electrician opened the engine side compartment and noticed a flame from the air-con compressor guarding. Extinguished with a handheld and set off fire suppression manually.

		12/6/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Mechanical failure causing fire – A RAX link failure occurred on a rear dump truck causing the body of the truck to rub on POS4 tyre which after the vehicle was stopped produced flames. Fire extinguished by water truck. Exclusion zone established. No Injuries.

		12/15/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Unplanned movement- Operator has relocating a lighting plant when the lighting plant has rolled onto its side. The mast of the lighting plant was not lowered before moving as required.

		12/7/20 0:00		MI03841		BMA Major Shutdowns - Saraji Mine		Coal		High Potential Incident		While lifting a drag gear half into the RHS rear of DL011 the load has shifted in the lifting frame causing a 90 degree movement of the 5,900kg gear. This movement has caused the overhead crane rope to catastrophically fail and drop the gear and hook around 5 metres into the barricaded lift zone below

		12/9/20 0:00		MI00147		Bundaberg Sand Mine		Metalliferous		High Potential Incident		A  truck was reversing back from the silos after being loaded when the trailer made contact with a sand skip pushing it into the lab wall

		12/21/20 0:00		MI02106		Byerwen Mine		Coal		High Potential Incident		Fire. Operator was notified by dozer operator of a flame in the engine bay. Operator shutdown engine, fire self extinguished. Inspection located loose oil filter allowed oil to spray over intake side of lagged turbo. No Injuries.  Photo attached in 1A.

		12/23/20 0:00		MI01650		Byrne Brothers Quarry		Metalliferous		High Potential Incident		While driving up the access ramp to upgrade the bund, the loader has rolled onto its right side.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		Fire on vehicle - Whilst undertaking servicing operations, the serviceman noticed an amount of smoke emanating from the grease cabinet at the rear of a 773D service truck. Upon investigation, the serviceman discovered a small flame rising from a grease unit control solenoid.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		A solenoid controlling the release of grease failed, resulting in it becoming hot. The grease cabinet had a small amount of hydrocarbon residue which when the solenoid became hot caused smoke and then ignited causing a small flame. It is unclear as to what caused the solenoid to overheat.

		12/11/20 0:00		MI00094		Cannington Mine		Metalliferous		High Potential Incident		An EWP operator was manoeuvring the basket via the basket controls to set up rigging equipment under the paste plant mixer. The EWP operator became pinned between the basket and a structural steel beam. The EWP pinned the worker between his upper chest and his shoulders. Operator lost consciousness

		12/9/20 0:00		MI00553		Capcoal Surface Coal Mine (Ex German Creek)		Coal		High Potential Incident		Uncontrolled Movement.  A 5t forklift was carrying an EWP over uneven muddy ground. The forklift drove into a concrete drain which meant the forklift was slightly going downhill. The rear wheels of the forklift slightly came off the ground and the operator applied the brakes and the EWP then fell forward off the tines.   Photo in attachment.

		12/31/20 0:00		MI00762		Capricorn Copper Mine		Metalliferous		High Potential Incident		During dayshift of the 30/12/2020 a stope was being backfilled with waste rock, during which backfill was pushed up under a pillar using between 2 drives;  On nightshift of the 30/12/20 no Backfilling took place. Upon inspection of the site on the dayshift 31/12/20  the pillar has been found to be failed down onto the backfill.

		12/19/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		As part of a ventilation change to force ventilate TG12 by auxiliary fan, the fan tripped on overtemp at 18:45. The fan was restarted twice but unable to clear the electrical overtemp fault.

		12/22/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Forklift was unloading 1 of 3 steel casing pipes when it has moved and fell to the ground

		12/3/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Methane exceedance - A fault occured on a cooling fan for the Main Ventilation fans causing the fans to trip. The ventilation failure further resulted in 2.51%methane detected in MG9 gateroad and peaked at 2.63%methane. Ventilation restored, Deputies investigating source of exceedance.

		12/27/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Structural failure - Tech Mesh and stopping fabric restraints failed during installation, falling into roadway near CMW spraying.

		12/4/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Loss of control - An excavator was working an overburden bench pad checking for blowholes from shotfiring when its L/H track sank into the bench leaning the excavator over and its bucket contacted the tray of a rear dump truck waiting to be loaded. No Injuries.

		12/6/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Vehicle roll over – A scraper rolled onto its side while negotiating R/H corner at a surface mine. Operator has complained of a sore neck since the incident, has been referred to hospital by Paramedic to be checked by a Doctor. Minimal primary information available at time of call.

		12/2/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Fire - A fire occured within a water trucks engine bay resulting in damage to the electrical wiring and fuel line. Initial investigation has indicated a fuel line has rubbed through on the body of the truck. Fire extiniguished both a combination of on board suppression and hand held extinguisher. No Injuries

		12/4/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Mechanical Failure - A service truck had just fuelled a gen set and was reversing away when the operator noticed loss of steering and a dragging noise. Operator stopped the truck and investigated finding one set of the front dual steering wheels were facing a different direction to the other set. Scene secured.

		12/6/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Uncontrolled movement - lighting plant detached from the LV towing it, rolled approx 40M until reached bund then rolled onto its side.  Safety chains were not attached. No other vehicles or personnel present.

		12/29/20 0:00		MI02952		Caval Ridge Mine		Coal		Non reportable incident		CV141 (plant feed conveyor) sequence tripped on a pull wire trip. Upon visual inspection, it was observed that the discharge chute inspection door on FE141 (feeds coal onto CV141) has opened during operation spilling coal onto the platform and has subsequently damaged/broken the hand railing spilling coal onto conveyor and area below.

		12/21/20 0:00		MI01781		Clermont Mine - Open Cut		Coal		High Potential Incident		Strucual Failure: Metal drill identification sign had hit the roof come to rest on the ground beside the drill.

		12/12/20 0:00		MI01584		Collinsville Mine - Open Cut		Coal		High Potential Incident		Fire on Mobile plant: Operator of JCB loader smelt smoke and saw visible flame on loader while loading top soil into Moxy trucks at a top soil dump.  After activating the isolation switch on the loader, the operator proceeded to use a hand held extinguisher to extinguish the fire. Indications were that fire developed around park brake.

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst conducting a condition monitoring inspection of a raised rear dump tray via a Boom-Type Elevated Work Platform, the tray crept lower making contact of the EWP basket

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst raising the rear of haul truck using a compressed air jack under the rear axle, the truck rolled forward approximately 2m causing the rear of the haul truck to fall off the stands and jack to the ground.

		12/6/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Fire – A fire occurred in the engine bay of an overburden drill when the starter motor stayed engaged after starting and overheated. The fire suppression system did not work in auto or in manual, fire extinguished with hand held extinguisher. No Injuries.

		12/15/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Possible fume exposure: After a blast, two dump truck operators reported a foul smell inside their trucks, followed by headaches and nausea.

		12/22/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Unplanned Movement. Rear dump was descending a 10% ramp recently watered, dry line available. Operator made an error of judgement all wheels in wet line, lost control sliding for >58 metres. No Injuries. Last day of 7 x 7 Roster. BMA Employee.

		12/18/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Cook at Mine camp kitchen was conducting food preparation using a food mixer and received a suspected electric shock.

		12/12/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on mobile plant: Dozer operator (Dragline push) noticed small fire near battery box on machine while operating and activated fire suppression system. After the suppression system failed to extinguish fire, operator used hand held extinguisher to extinguish fire. No injury reported.

		12/1/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant-  fire has occured after a turbo failure. Fire extingushed by hand held extingusher.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant- Whilst washing ROM coal, Coarse Coal Centrifuge has burnt the belt off when the build up of coal has stopped the belt and friction has ignited the belt.  Small flame was witnessed by the operator and extinguished using water.

		12/10/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Lost key to explosive store Operator has placed an Emulsion Tank key in his crib bag which is then in the truck with the operator. Key cannot now be located.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Misfire- Ehovel has uncovered 1KG of Anfo. No dets or boosters.

		12/22/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unconyrolled movement -  Light Bus has contacted rock and sustained tyre damage. Bus has then turned to the left and contacted bund.

		12/19/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unplanned Event-  LV was traveling on through Road, Truck has stopped at stop sign on the terminating road and then accelerated again. The RD operator failed to see the LV and proceeded through the intersection. LV operator has braked as the LV operator did not think that the HV operator had seen the LV.

		12/27/20 0:00		MI01908		Dugald River Project		Metalliferous		High Potential Incident		Bogger operator was backfilling with a rolling bund towards a rock pillar. The operator removed the bund and commenced clean up. While cleaning up the floor the operator noticed small hole in the floor near his cab. While attempting to contact Shift Supervisor the slump hole began to open further, so he exited the bogger and level to call the shiftboss via level access phone.

		12/7/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		After changing the rear right hand tyre on Light Vehicle LV079 at the 180 UG workshop and driving up the decline on route to the surface, the rear right hand tyre has fallen off

		12/10/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		Small rockfall found on decline

		12/1/20 0:00		MI02663		Ensham Underground Mine		Coal		High Potential Incident		CM02 was pulling up slack cable to go into the next plunge.  The shuttle car operator waited at the back to back for some time but when the cable did not get pulled he drove  to the boot-end  While the shuttle car operator was away the CM operator trammed the machine inbye and pulled the cable.The cable was pulled out of the restrained plug.

		12/7/20 0:00		MI02716		Exploration - Waratah Coal-Styx Coal		Coal		Non reportable incident		Whilst boarding a backhoe, the operator scratched his forehead on the cabin frame.

		12/10/20 0:00		MI04157		Frankfield Quarry		Metalliferous		High Potential Incident		An excavator positioned on a pad of crushed material has rolled over when the edge gave way. The operator was wearing the seat belt, no injury.

		12/5/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		'- Fire on R2900 Loader while tramming between declines, no injuries. Loader shut down, suppression activated which did not fully extinguish fire, extinguished with 1 x hand held 9kg.

		12/31/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		Approximately 30 kgs of rock scats found on drive. Had fallen through highly corroded mesh.

		12/10/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		A Fire occurred: Grease fire on trunion bearing

		12/3/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision - An Excavator had just completed loading and was repositioning / reversing at the same time a Dozer that had been pushing a ramp on the bench for end of shift. The Dozer and excavator reversed into each other and made contact between the counterweight of the excavator and the handrails of the Dozer. No Injuries. Minor Damage to handrails.

		12/7/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision. Shovel had walked off the face and relocated pinata, dozer was cleaning up inside swing radius of shovel. Shovel swung, counter weights making contact with right hand side lift cylinder and walkway/ handrail of dozer. Contact with the handrail causing the handrail to hit left side window of dozer cracking glass. No Injuries. Dozer operator trainee, trainer in circuit. Procedural Breach.

		12/8/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Fire. Mulching trailer was being towed by a John Deere tractor, smoke was observed coming from bales of hay. Extinguished by CAT 777 Water Cart. No Injuries or equipment damage. Possible Spontaneous Combustion. Unknown if hay was baled green.

		12/4/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movement. Rear Dump was descending the ramp empty, ramp surface overwatered, no dry line. Rear Dump slid 100 - 120 metres coming to rest adjacent high risk bund.

		12/29/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movemnet:-RD was heading back to get another load from the screening pad stock pile the truck has experienced a lost traction resulting in it contacting the center divider. A light vehicle traveling towards the truck at the time of the loss of traction and the L/V operator has applied the brakes coming to stop around 25meters form the incident. No injuries or damage sustained.

		12/17/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		SHE35 was walking into the face and has turned to check the cable at which time the shovel counterweight has made contact with TRD321, which was cleaning up on the Shovels western side.

		12/23/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Cable Damage While shuttle car was wheeling towards the boot end the spiral wrap covering the anchor point sock became the reeler indexer causing the cable to be torn appart and the short circuit protection of the circuit to operate.

		12/5/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Trailing cable damage, mechanical insult – A shuttle Car was returning to the face when vent tube chains stored on the reeler cover, fell into the cable reeler entangling in the cable. The chains caused significant damaged to the cable (exposed conductors). No Injuries. No persons witnessed a flash.

		12/2/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Fie on Equipment: Smoke  comming from engine operator stopped inspected saw Small flame activated fire suppression water cart doused machine to ensure fire out

		12/11/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Misfire- Slumping occured and has taken the tree Ikon leads down the hole. They were unable  to be retrived. The hole will be a misfire.

		12/8/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Unplanned Movement- Dozer  was reversing to continue on slot push. Whilst reversing back the left side track ofDozer has lost traction and tracked into next slot down. It was during this motion that Dozer has continued its loss of traction resulting in a rollover to its left hand side.  Nil injuries were sustained as a result of this event.

		12/10/20 0:00		MI00582		Grosvenor Quarry		Metalliferous		High Potential Incident		Operator of pugmill went to refuel pump before it ran out of petrol. It was supplying water to pugmill. Switched off pump went back approximately 5 minutes later poured petrol from jerry can via funnel into petrol tank that sits above exhast component of pump. Some fuel contacted heated surface caught alight scolding operator's fingers and thumb. Taken to Moranbah out patients for treament, diagnosed as superficial burns

		12/8/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		A steering hydraulic oil fire in the engine bay was put out with the onboard extinguishing system.

		12/10/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Exploisves - Elevated Temperature. A vac truck was used to remove stemming from a loaded hole with non-communicating electronic detonators. After removing approx. half of the stemming, temperatures within the stemming zone quickly rose to above 80 degrees. Area was evactuated.

		12/12/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Fire on mobile plant: Fire occurred on water truck while undergoing maintenance in HME workshop. Fire started on emergency steering motor. Supervisor who noticed fire activated onboard fire suppression system which fully extinguished the fire. There were no injuries.

		12/18/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		A rear dump truck travelling down a ramp on a right-hand turn experienced a loss of traction when it crossed onto the wet section of road that had been recently strip watered.

		12/7/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		An uncontrolled movement occured when a rear dump truck entered the wet line at the intersection of a LH turn. The road was smooth and had not been scarified. A hump in the road had not been removed and it is believed that this caused the truck to move into the wet line

		12/11/20 0:00		MI04148		Jupiter Bulk Sample Pit		Coal		High Potential Incident		Electrical cable damage - Contractor electrician was using cordless drill to make hole in shed wall to install air con system when drill bit contacted live electrical incomer cable, tripping 32 amp  circuit breaker and 30 ma earth leakage protection causing loss of power . No injury or electric shock received.

		12/11/20 0:00		MI01918		Keatings Quarry		Metalliferous		High Potential Incident		Mobile Crusher on bench above north end pit floor.  Material discharging from conveyor over bench edge to pit floor. Mr Brownsey operating the CAT 966 Loader on the pit floor shifting dirt from location adjacent to conveyor discharge stockpile. Exclusion zone was in effect around conveyor stockpile and Loader reportedly outside exclusion zone. Loader struck on windscreen by small piece of rock, estimated approx 50mm.  Windscreen broken not penetrated.

		12/28/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Cable Damage - During routine development panel mining operations damage was sustained to a shuttle car cable resulting in exposed conductors..

		12/8/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Fire Occurred: Open flame under transfer conveyor. photographs indicate that the fire was in close proximity to "V" return rollers.

		12/16/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		LD006 (EIMCO 130) Safety shut-down circuit bypassed

		12/9/20 0:00		MI00666		Lady Loretta Mine		Metalliferous		High Potential Incident		A road train was turning into the mine access road when the rear trailer has overturned. No injury

		12/23/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Misfire -  electronic detonators failed to communicate.  Leakage on the detonators.

		12/20/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Potential Misfire. Loading ceased due to approaching weather event, hole bagged off,  rain water flooded the hole pulling downlines down the hole. Hole reloaded and fired will be excavated under JSA - Potential Misfire.

		12/17/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Tyre Burst (Lightning). A red lightning tarp was in place at the start of nightshift (6pm). The prestart meeting concluded as rain was starting to fall, the crew moved into the two crib huts. At 6:25 pm  lightning stuck a Liebherr dump truck. (Read other Details due to 70 word restriction and Photo in 1A attached).

		12/24/20 0:00		MI01907		Lake Vermont		Coal		Non reportable incident		dozer walked over the bund and slid into a power trough. The remote operator stopped the machine, notified his Supervisor and preserved the scene.

		12/16/20 0:00		MI00711		Meandu Mine		Coal		High Potential Incident		No Harm – On the 16th of December 2020 at 1845 at the ROM Crib hut area a CMW was preparing to leave the ROM Park-up in a Haul-Truck, when they have identified a hanging cable on a wooden lighting tower. On further inspection, it was observed a LED floodlight (approx. 5kg) had fallen approx. 12m from the tower and landed on a walkway access to park-up.

		12/6/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Boilermaker repairs were being undertaken above Pos 4 tyre assembly. Unbeknown to the boilermaker, hot slag had pooled on top of Pos 4 tyre. On completion of the repair the truck was relocated and smoke was noticed emanating from the tyre assembly. Personnel were evacuated from the area and the tyre was cooled with a water truck.

		12/18/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Misfire - primer leads washed into hole during storm, hole collapsed and leads unrecovered.

		12/7/20 0:00		MI00749		Moorvale Mine		Coal		High Potential Incident		Fire on equipment: Oil leaked onto a hot surface causing smoke and small fame extinguished by hand held

		12/27/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Failure in service - Chock #5 advanced manually by CMW.  Pontoon contacted CMU cover post, bending it into outlet #1 compromising the flamepath.

		12/18/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Gas Exceedance CH4 exceedance spiking to 3.25% recorded on PGD on LHS CM when elephant’s trunk fell out of vent line while tubing up. CM power tripped at 2%.

		12/6/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Kings shuttle car SC5011 returning to the boot, approximately 52m inbye of 39c/t MG606 (had not yet commenced back spool on this trip). Car tripped on Earth Leakage Cable has protruded through reeler spokes and has been contacted with the drive chain resulting in exposed conductors.

		12/21/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Strata failure -  Rib failure at a corner of an inactive gas stub. Found by the grader driver. 3m wide, 2.1m high, 2m deep. No persons working in the area at the time. Only cuttable dowels in rib, no steel. Depth of ground failure exceeded the reach of some the rib dowels.

		12/1/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Structural Failure: Jib pulley failed causing damage to structure, no fire , no injuries  Failure of jib pulley and jib structure at UC005 jib

		12/10/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Unplanned Movement - While Cutting MG to TG the sprag extended between the shearer drums on #56 roof support. While operators were informing ERZ Controller the same roof support ASQ’d by itself while operators were on the inbye side.

		12/10/20 0:00		MI00755		Mount Carbine Quarries		Metalliferous		High Potential Incident		The operator has noticed smoke in the sorter compartment, shut down plant and doused bearing with a Co2 extinguisher. This took place in the sorter box head drum.

		12/28/20 0:00		MI02103		Mount Carlton		Metalliferous		High Potential Incident		Fall of ground - while cleaning floor a FOG of approximately 30 t (8m on strike) has occurred from the back along a previously identified structure running parallel to ore drive. It had been rock bolted but ground is friable and calyey and lacked more effective split set support. Slight damage to loader

		12/22/20 0:00		MI00757		Mount Coot-Tha Quarry		Metalliferous		High Potential Incident		While plugging in an extension lead into a 15A Power outlet, the worker received an electric shock when his left hand touched the building structure. The RCD tripped and the worker has been taken for an ECG.

		12/19/20 0:00		MI00772		Mount Rawdon		Metalliferous		High Potential Incident		A MW was walking on the ground floor of the Mill. MW heard a bang, turned around and noticed a hammer had fallen to the ground where they had just walked.

		12/30/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		Approximate 10t rockfall in level access of 31A discovered by the ringfirers.

		12/2/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		During final hook up of charged up ring, unstable/verticalised rill has slumped around the front of the charge car and entered the charge basket. Worker has been able to extracate himself from basket

		12/20/20 0:00		MI00809		Mt Isa - Lead & Zinc Concentrator		Metalliferous		High Potential Incident		While a SAG Mill was down for internal maintenance, a shell lifter weighing approximately 400 kgs disjointed from its fastening track and fell 5.5 metres from the 11 o'clock position. There was no-one inside the mill at the time

		12/5/20 0:00		MI01760		Oaky Creek Surface Operations		Coal		High Potential Incident		LED Light Fitting Emergency Pack Fault - Whilst performing maintenance activity to check operation of emergency light, worker pressed Test button and Emergency Pack failed catastrophically causing the front panel to dislodge and contact the back of his right hand.

		12/7/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured between a breaker feeder and the towing loader when the towing loader hit the rib with its backet and came to an abrupt holt. The breaker feeder continued forward striking the stalled loader in the rear. Damage to the covers but no injury

		12/4/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured: A Surface water cart was lining up with the water stand pipe fill point. A second water cart has parked 12 metres behind to wait to fill up. The first water cart was not satisfied with the alignment of the truck to the fill point and without establishing positive communication has proceeded to reverse vehicle and has made contact with the parked vehicle

		12/1/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		Unplanned Movement: Whilst attempting to clear a fault on an LHD Park Brake, the CMW has become trapped in the LHD cab when the canopy has unexpectedly lowered. The LHD also moved forward when the canopy lowered and trapped the CMW. Other crew members assisted in stopping the LHD and extracating the CMW. First Aid rendered, machine isolated and investigation commenced.

		12/6/20 0:00		MI04116		Pajingo - Lynne Underground		Metalliferous		High Potential Incident		Supervisor was bent over checking right hand lifter tube with conduit pipe when a small rock fell from the face and struck him on the hard hat knocking it off.

		12/5/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		Collision - . LV 17 operator sees production drill at passing bay just above entrance to portal. LV 17 goes left of delineation bund to overtake production drill.  LV 60 comes down the ramp around right-hand corner at the top of delineation bund and sees LV17 hits brakes and skids approx. 2m and vehicles collide bull bar to bull bar. No injuries

		12/29/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		While driving to work place driver heard a bang, stopped to investigate. A 0.9m split set he had driven over had punctured the fuel tank.

		12/17/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		cable damage - The CMW in the cable tractor was shifting cable on the bench with the reel in position for the dragline to continue walking. When the CMW has closed the arm on the cable tractor to pull slack on the bench, a rock has been squashed in between the cable arm, resulting in a loss of power to the dragline.

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Coal Stockpile Tipping Breach. Rear dump was unloading, part of the load cascading onto the active roadway below. No Injuries. Photos Requested.

		12/13/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Collision. A  bollard inside the reload facility had been struck by an MMU. Upon investigation it was found that Auger 6 had struck the bollard whilst traversing through the reload to fill up ANFO. (Photo re-enactment positioning Auger 6 right hand side in photo in 1A.)

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Driver error    RD524 has left 2SA crib hut to head towards EX99 digger. Rather than accessing EX99 circuit via 4S, RD524 has headed towards 2S bridge. Once across 2S bridge, the RD has travelled along a prepped dragline bench towards EX99 before being funnelled into a LV road and accessing EX99 circuit.

		12/29/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		failure of electrical equipment - The welding rod has contacted a steel track embedded in the concrete floor and has tracked through the hydraulic jack frame, through the chassis and back to the earth clamp. While this occurred, an aluminium platform ladder was in contact with the hydraulic jack causing an arc/blowhole in two locations of the ladder.

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Fire-Turbo Fire on EXD 73 Liebher 9800 Excavator

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Mechnical Failure- Malfunction of Dragline Drag function fail safes allowing uncontrolled movement of ropes inside house of machine

		12/3/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		RDT vs Dozer: A RDT had just dumped its load. The ripper box of a reversing dozer made contact with the tray as it was being lowered. Minor damage.

		12/9/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Spontaneous combustion has occurred on the North Eastern batter of the reject stockpile adjacent to the northern haul road at 4N. The fire propagated affecting the vegetation in the immediate vicinity covering an area of approximately 50m2. The fire was extinguished  Photo attached 1A

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Unplanned Movement. Water cart overwatered the ramp, no dry line available. Rear Dump slid 50 metres. Instructed Superintendent to retrain Operational Services water cart operators in SOP and SWI requirements across all shifts and rosters. (Requested Photos)

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		While descending the 6nth RL 280 dump regrade ramp, the operator noticed the retard braking system was not functioning. The truck continued to travel (roll) through the intersection at the bottom of the ramp, passing in front of RD186, who has stopped short of the intersection breaching the priority rules procedure.

		12/19/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		A small flame was identified on the right hand rear idler of DZ06 at Ramp 30 dozer push while reversing dozer for crib. The flame was extinguished by the operator of DZ06. .

		12/15/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Equipment Fire: A flame was identified on the left side engine when Excavator 3 was out of service for refuel and inspection. The CMW has observed a small flame @ the turbo charger turbine where the oil feed line attaches to the turbocharger. Nil injuries and nil equipment damage.

		12/3/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Fire. Pulley on air-conditioning system seized. Belt continued to be pulled across seized pulley causing small fire. Extinguished using suppression system. No Injuries. Photo in 1A.

		12/13/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Fire. The operator manually started the fill point pump (PU2087 Weir 385) to commence refill of the water truck,  the operator observed a spark, glow and small flame approximately 3cm in length coming from water pump gland seal area. The operator shut down machine and used a handheld fire extinguisher to safely extinguish the flame. (Photo Attached in 1A)

		12/12/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Uncontrolled Movement: Light vehicle travelling along bitumen road has failed to negotiate a right corner bend (90 degrees) and has continued in a straight direction for approximately 30 m before going down into a drain and coming to rest on its side at the bottom of a drain. Driver left scene without injury.

		12/29/20 0:00		MI01479		Ravenswood Gold Mine		Metalliferous		High Potential Incident		Busy with stemming operations and while moving between shot holes was a change in gradient on bench surface which caused loader to move  in uncontrolled manner. Operator placed bucket down on surface to stabilise machine in so doing damaged down hole electonic detonator lead wires. Scene isolated, operator D & A tested. Scene released to recover loader subject to JSA and bench ttraffic management plan.

		12/2/20 0:00		MI01569		Rolleston Mine		Coal		High Potential Incident		A CMW lost the keys to the SSAN compound. Locks were subsequently changed as a precaution.

		12/18/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Excavator was digging hard material when the right hand side window in operator cabin has fallen inwards into the cabin. Roller blind prevented window falling completly onto the operator. No Injury sustained. Photos both inside and outside of cabin in form1A.

		12/2/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. At approximately 09:30AM, Drill during drilling,  the fire suppression discharged whilst drilling with no signs of any fire. The drill operator moved the drill approximately 50 meters and jacked it up ready for the fire suppression fitter to inspect the drill. Upon exiting the drill cab the drill operator has noticed smoke and flames coming from the offside of the engine. (Read Other Details)(Photos attached in 1A)

		12/1/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. MMU 7482 identified a haze/mist discharge originating from the rear discharge chute, the machine was stood down and returned to the explosives yard until it had been inspected by an fitter. MMU was loading its first blast hole MMU operator noticed a flame originate from the rear discharge chute. The MMU was consequently shutdown, fire suppression activated, and extinguishers used on the area and fire was extinguished.

		12/10/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Near Miss. Rear Dump was entering an intersection at Ramp 9 and noticed an Light Vehicle approaching the intersection. The Rear Dump truck operator slowed the truck because the Light Vehicle did not appear to be slowing down, when the Rear Dump Operator lost a visual of the Light Vehicle in the truck blind spot. (Read other Details)

		12/4/20 0:00		MI01258		Saraji		Coal		Non reportable incident		Electrical breaker failure - An electric shovel experianced a Main Transformer Over Current Fault while in service. This triggered a Bank 1 RPC Breaker Opening. An electrician was tasked with inspecting the shovel, on arrival they smelt smoke and initiated an emergency. The shovel was shutdown. Preliminary checks indicate a circuit breaker failure on RPC#1.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		During the quarries shutdown, workers onsite dug up cables with an excavator. One of the cables had been severed. The cables were not energised at the time.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		Excavator was being used to clean spillage material away from the plant and has cleared too much material away and exposed wires and cut through them with the excavator bucket.

		12/14/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Collision - An MMU was on the load bench beside a stemming truck when the stemming truck moved forward to load another hole. The rear auger has contacted the side of MMU leaving a visible scratch mark. Operators stopped and shut down both trucks and called the Shotfirer and OCE. No Injuries.

		12/10/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Explosive product found from an overburden shot by dozer push. No leads, boosters or dets found. Shotfirer inspected and dealt with the product.

		12/7/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Product found post shot. No leads, boosters or dets found. OCE and Shotfirer notified. Hole was demarcated and scene isolated for Shotfirer to deal with approx 20kg product.

		12/12/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire: Blasting product (ANFO) uncovered by dozer during bulk push operations.Supervisor, OCE and shotfirer notified. Area was bunded and demarcated with red flashing light to prevent access until shotfirer could inspect next day.

		12/2/20 0:00		MI01306		Thalanga		Metalliferous		High Potential Incident		Potential Electric Shock - Labratory Technician was vacumming when tingling was felt in the hand. This was reported to the Supervisor, so they plugged the vacuum into another power socket. After a minute or so, the employee felt a shock and reported seeing a spark on the vacuum handle.

		12/19/20 0:00		MI02812		Thalanga Undergrounds		Metalliferous		High Potential Incident		A fall of ground from the backs approx 10x4 metres was discovered upon a routine inspection.

		12/12/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Dozer #6 hydraulic hose has failed and sprayed a mist into the engine bay and the turbo has ignited the oil.  The fire suppression was activated however was not sufficient to put the fire out. The operator used a portable fire extinguisher to extinguish the fire.

		12/2/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Driver of an Embley Contracting Service Truck finished refuelling a genset for a communications tower when flames were noticed coming from the driver's side of the vehicle's engine.

		12/7/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Flames were observed on Rear Idler Wheel of right hand track after track began to stutter.

		12/15/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Loader #21 was prepping ROM stockpile, when fire in the engine bay began. The fire suppression was activated, and successfully extinguished the fire. There are no injured persons.

		12/7/20 0:00		MI01352		Whiteside Quarry		Metalliferous		High Potential Incident		During the testing of the uni-tronic? UT600 detonators on the uni-tronic? Test Box, it was found that the harness had a short circuit. After dissecting the harness wire, the bottom primer assembly (a 20m uni-tronic? UT600 detonator and a Pentex? H booster) in hole `K34? was found to be the cause of the short circuit. As ?K34? was a double primed hole (with a top primer assembly, a 9m uni-tronic? UT600 detonator and a Pentex? H booster)

		12/15/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		Equipment Fire - Whilst travelling on haul road operator noticed a flame emanating from the engine bay of the service truck. Stopped machine as the LOP fire suppression system activated. Hand held extinguisher was then used as a precaution. Early indications are a failed steering pump O Ring allow oil to spray into engine compartment.

		12/20/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		While loosening a blanking plate from a hydraulic block the worker has been exposed to fluid under pressure from behind the blanking plate.





Top 10 Hazards

		Incident Hazard		Count

		Human Error/Actions		164

		Moving Vehicles/Equipment		166

		Fire(s)		131

		Electrical Equipment		101

		Explosives		90

		Other		79

		Falling/Flying Material/Objects		71

		Flammable Liquids/Gases		52

		Moving Components/Parts		44

		Manual Handling		38





Previous years data

		Financial Year		SAFR		HPIs		Sas		Hours (millions)

		17-18		0.8978032474		388		94		104.7

		18-19		1.00456621		390		110		109.5

		19-20		0.7460035524		411		84		112.6

		20-21 (YTD)		0.56		198		28

								316





Previous years data

		



SAFR



		



Sas



		







High Potential Incidents for December 2020

For the month of 
December 2020 there were 
35 high potential incidents. 
The most common 
reported contributors were 
operator, truck and fire



Serious Accidents for December 2020

There was one serious accident for December

Rock Fall, one person struck by rock while carrying out bombing of hung up 
draw point



Top ten hazards 1st July 2020 to 22nd February 2021
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December 2020 serious accidents

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/4/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		Serious Accident		Rock Fall, one person injured when struck by rock while carrying out bombing of hung up draw point

		12/6/20 0:00		MI00055		Blair Athol Mine		Coal		Serious Accident		Serious Accident - A fitter was using a high torque machine on a 785 Komatsu tyre nuts when he has crushed the tip of his left index finger between the Torque machine and the tyre rim. Was taken to the local Hospital, Doctor reviewed the injury and has referred the injured fitter to a surgeon.

		12/13/20 0:00		MI01547		Broadmeadow Mine		Coal		Serious Accident		Serious Accident: Operator driving drift-runner personnel carrier underground in reverse  was struck in lower jaw/lip by a metal object. The metal object was suspected to be a megabolt which contacted the vehicle as the vehicle travelled past cable bolt pod. The injured person was transported by ambulance to Moranbah hospital for treatment, and subsequently transferred to Mackay base hospital.

		12/23/20 0:00		MI01646		Carborough Downs		Coal		Serious Accident		Serious Accident - The operator stepped off the LH Cont Miner platform to the ground level. Before his foot reached the ground, his hand slipped resulting in his full body weight transferring to his LH ankle, resulting in a rolled ankle.





December 2020 HPIs

		Date		Mine Code		Mine Name		Mine Type		Incident Type		Description

		12/15/20 0:00		MI01362		Acid Plant		Metalliferous		High Potential Incident		Unplanned Gas Release (SO3) from Acid Plant Stack

		12/10/20 0:00		MI00025		Bajool- Cheetham & Port Alma Mine		Metalliferous		High Potential Incident		During the unloading of a stake of 15 pallets from a truck a tie down strap hooked the top pallet causing it to fall of the stack and strike the truck driver on his back. He is being assessed in the onsite first aid room.

		12/12/20 0:00		MI01586		Baralaba Coal Mine		Coal		High Potential Incident		Uncontrolled Movement: The operator of a  fully loaded service truck failed to stop while descending a ramp after having an issue with the performance of brakes.

		12/5/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Cable damage - Dragline 39 (DRE39) was deadheading and whilst in operation the tub has made contact with it’s HV trailing cable causing damage resulting in a phase to earth fault, activating the Substation Feeder cable protection, tripping power to the machine.

		12/18/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Collision-  excavator was being operated in training.  During the course of loading the excavator has slewed away from the truck to perform clean up, making contact with the rear dump bending the step on the excavator.

		12/1/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Electric shock - CMW received an electric shock whilst relocating welder earth clamps without isolating power. CMW reported to paramedic for health assessment. Was cleared for full duties

		12/14/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Equipment Fire - Operator noticed cab air conditioner had stopped working. Parked Grader at R54 Go-Line and called maintenance. On arrival the auto electrician opened the engine side compartment and noticed a flame from the air-con compressor guarding. Extinguished with a handheld and set off fire suppression manually.

		12/6/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Mechanical failure causing fire – A RAX link failure occurred on a rear dump truck causing the body of the truck to rub on POS4 tyre which after the vehicle was stopped produced flames. Fire extinguished by water truck. Exclusion zone established. No Injuries.

		12/15/20 0:00		MI00054		Blackwater Mine		Coal		High Potential Incident		Unplanned movement- Operator has relocating a lighting plant when the lighting plant has rolled onto its side. The mast of the lighting plant was not lowered before moving as required.

		12/7/20 0:00		MI03841		BMA Major Shutdowns - Saraji Mine		Coal		High Potential Incident		While lifting a drag gear half into the RHS rear of DL011 the load has shifted in the lifting frame causing a 90 degree movement of the 5,900kg gear. This movement has caused the overhead crane rope to catastrophically fail and drop the gear and hook around 5 metres into the barricaded lift zone below

		12/9/20 0:00		MI00147		Bundaberg Sand Mine		Metalliferous		High Potential Incident		A  truck was reversing back from the silos after being loaded when the trailer made contact with a sand skip pushing it into the lab wall

		12/21/20 0:00		MI02106		Byerwen Mine		Coal		High Potential Incident		Fire. Operator was notified by dozer operator of a flame in the engine bay. Operator shutdown engine, fire self extinguished. Inspection located loose oil filter allowed oil to spray over intake side of lagged turbo. No Injuries.  Photo attached in 1A.

		12/23/20 0:00		MI01650		Byrne Brothers Quarry		Metalliferous		High Potential Incident		While driving up the access ramp to upgrade the bund, the loader has rolled onto its right side.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		Fire on vehicle - Whilst undertaking servicing operations, the serviceman noticed an amount of smoke emanating from the grease cabinet at the rear of a 773D service truck. Upon investigation, the serviceman discovered a small flame rising from a grease unit control solenoid.

		12/28/20 0:00		MI00092		Callide Mine		Coal		High Potential Incident		A solenoid controlling the release of grease failed, resulting in it becoming hot. The grease cabinet had a small amount of hydrocarbon residue which when the solenoid became hot caused smoke and then ignited causing a small flame. It is unclear as to what caused the solenoid to overheat.

		12/11/20 0:00		MI00094		Cannington Mine		Metalliferous		High Potential Incident		An EWP operator was manoeuvring the basket via the basket controls to set up rigging equipment under the paste plant mixer. The EWP operator became pinned between the basket and a structural steel beam. The EWP pinned the worker between his upper chest and his shoulders. Operator lost consciousness

		12/9/20 0:00		MI00553		Capcoal Surface Coal Mine (Ex German Creek)		Coal		High Potential Incident		Uncontrolled Movement.  A 5t forklift was carrying an EWP over uneven muddy ground. The forklift drove into a concrete drain which meant the forklift was slightly going downhill. The rear wheels of the forklift slightly came off the ground and the operator applied the brakes and the EWP then fell forward off the tines.   Photo in attachment.

		12/31/20 0:00		MI00762		Capricorn Copper Mine		Metalliferous		High Potential Incident		During dayshift of the 30/12/2020 a stope was being backfilled with waste rock, during which backfill was pushed up under a pillar using between 2 drives;  On nightshift of the 30/12/20 no Backfilling took place. Upon inspection of the site on the dayshift 31/12/20  the pillar has been found to be failed down onto the backfill.

		12/19/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		As part of a ventilation change to force ventilate TG12 by auxiliary fan, the fan tripped on overtemp at 18:45. The fan was restarted twice but unable to clear the electrical overtemp fault.

		12/22/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Forklift was unloading 1 of 3 steel casing pipes when it has moved and fell to the ground

		12/3/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Methane exceedance - A fault occured on a cooling fan for the Main Ventilation fans causing the fans to trip. The ventilation failure further resulted in 2.51%methane detected in MG9 gateroad and peaked at 2.63%methane. Ventilation restored, Deputies investigating source of exceedance.

		12/27/20 0:00		MI01646		Carborough Downs		Coal		High Potential Incident		Structural failure - Tech Mesh and stopping fabric restraints failed during installation, falling into roadway near CMW spraying.

		12/4/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Loss of control - An excavator was working an overburden bench pad checking for blowholes from shotfiring when its L/H track sank into the bench leaning the excavator over and its bucket contacted the tray of a rear dump truck waiting to be loaded. No Injuries.

		12/6/20 0:00		MI02454		Carmichael Coal Mine		Coal		High Potential Incident		Vehicle roll over – A scraper rolled onto its side while negotiating R/H corner at a surface mine. Operator has complained of a sore neck since the incident, has been referred to hospital by Paramedic to be checked by a Doctor. Minimal primary information available at time of call.

		12/2/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Fire - A fire occured within a water trucks engine bay resulting in damage to the electrical wiring and fuel line. Initial investigation has indicated a fuel line has rubbed through on the body of the truck. Fire extiniguished both a combination of on board suppression and hand held extinguisher. No Injuries

		12/4/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Mechanical Failure - A service truck had just fuelled a gen set and was reversing away when the operator noticed loss of steering and a dragging noise. Operator stopped the truck and investigated finding one set of the front dual steering wheels were facing a different direction to the other set. Scene secured.

		12/6/20 0:00		MI02952		Caval Ridge Mine		Coal		High Potential Incident		Uncontrolled movement - lighting plant detached from the LV towing it, rolled approx 40M until reached bund then rolled onto its side.  Safety chains were not attached. No other vehicles or personnel present.

		12/29/20 0:00		MI02952		Caval Ridge Mine		Coal		Non reportable incident		CV141 (plant feed conveyor) sequence tripped on a pull wire trip. Upon visual inspection, it was observed that the discharge chute inspection door on FE141 (feeds coal onto CV141) has opened during operation spilling coal onto the platform and has subsequently damaged/broken the hand railing spilling coal onto conveyor and area below.

		12/21/20 0:00		MI01781		Clermont Mine - Open Cut		Coal		High Potential Incident		Strucual Failure: Metal drill identification sign had hit the roof come to rest on the ground beside the drill.

		12/12/20 0:00		MI01584		Collinsville Mine - Open Cut		Coal		High Potential Incident		Fire on Mobile plant: Operator of JCB loader smelt smoke and saw visible flame on loader while loading top soil into Moxy trucks at a top soil dump.  After activating the isolation switch on the loader, the operator proceeded to use a hand held extinguisher to extinguish the fire. Indications were that fire developed around park brake.

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst conducting a condition monitoring inspection of a raised rear dump tray via a Boom-Type Elevated Work Platform, the tray crept lower making contact of the EWP basket

		12/4/20 0:00		MI00159		Curragh Mine		Coal		High Potential Incident		Unplanned Movement- Whilst raising the rear of haul truck using a compressed air jack under the rear axle, the truck rolled forward approximately 2m causing the rear of the haul truck to fall off the stands and jack to the ground.

		12/6/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Fire – A fire occurred in the engine bay of an overburden drill when the starter motor stayed engaged after starting and overheated. The fire suppression system did not work in auto or in manual, fire extinguished with hand held extinguisher. No Injuries.

		12/15/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Possible fume exposure: After a blast, two dump truck operators reported a foul smell inside their trucks, followed by headaches and nausea.

		12/22/20 0:00		MI01976		Daunia Mine		Coal		High Potential Incident		Unplanned Movement. Rear dump was descending a 10% ramp recently watered, dry line available. Operator made an error of judgement all wheels in wet line, lost control sliding for >58 metres. No Injuries. Last day of 7 x 7 Roster. BMA Employee.

		12/18/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Cook at Mine camp kitchen was conducting food preparation using a food mixer and received a suspected electric shock.

		12/12/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on mobile plant: Dozer operator (Dragline push) noticed small fire near battery box on machine while operating and activated fire suppression system. After the suppression system failed to extinguish fire, operator used hand held extinguisher to extinguish fire. No injury reported.

		12/1/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant-  fire has occured after a turbo failure. Fire extingushed by hand held extingusher.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Fire on plant- Whilst washing ROM coal, Coarse Coal Centrifuge has burnt the belt off when the build up of coal has stopped the belt and friction has ignited the belt.  Small flame was witnessed by the operator and extinguished using water.

		12/10/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Lost key to explosive store Operator has placed an Emulsion Tank key in his crib bag which is then in the truck with the operator. Key cannot now be located.

		12/14/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Misfire- Ehovel has uncovered 1KG of Anfo. No dets or boosters.

		12/22/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unconyrolled movement -  Light Bus has contacted rock and sustained tyre damage. Bus has then turned to the left and contacted bund.

		12/19/20 0:00		MI01648		Dawson Mine		Coal		High Potential Incident		Unplanned Event-  LV was traveling on through Road, Truck has stopped at stop sign on the terminating road and then accelerated again. The RD operator failed to see the LV and proceeded through the intersection. LV operator has braked as the LV operator did not think that the HV operator had seen the LV.

		12/27/20 0:00		MI01908		Dugald River Project		Metalliferous		High Potential Incident		Bogger operator was backfilling with a rolling bund towards a rock pillar. The operator removed the bund and commenced clean up. While cleaning up the floor the operator noticed small hole in the floor near his cab. While attempting to contact Shift Supervisor the slump hole began to open further, so he exited the bogger and level to call the shiftboss via level access phone.

		12/7/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		After changing the rear right hand tyre on Light Vehicle LV079 at the 180 UG workshop and driving up the decline on route to the surface, the rear right hand tyre has fallen off

		12/10/20 0:00		MI01539		Eloise		Metalliferous		High Potential Incident		Small rockfall found on decline

		12/1/20 0:00		MI02663		Ensham Underground Mine		Coal		High Potential Incident		CM02 was pulling up slack cable to go into the next plunge.  The shuttle car operator waited at the back to back for some time but when the cable did not get pulled he drove  to the boot-end  While the shuttle car operator was away the CM operator trammed the machine inbye and pulled the cable.The cable was pulled out of the restrained plug.

		12/7/20 0:00		MI02716		Exploration - Waratah Coal-Styx Coal		Coal		Non reportable incident		Whilst boarding a backhoe, the operator scratched his forehead on the cabin frame.

		12/10/20 0:00		MI04157		Frankfield Quarry		Metalliferous		High Potential Incident		An excavator positioned on a pad of crushed material has rolled over when the edge gave way. The operator was wearing the seat belt, no injury.

		12/5/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		'- Fire on R2900 Loader while tramming between declines, no injuries. Loader shut down, suppression activated which did not fully extinguish fire, extinguished with 1 x hand held 9kg.

		12/31/20 0:00		MI01546		George Fisher Mine		Metalliferous		High Potential Incident		Approximately 30 kgs of rock scats found on drive. Had fallen through highly corroded mesh.

		12/10/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		A Fire occurred: Grease fire on trunion bearing

		12/3/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision - An Excavator had just completed loading and was repositioning / reversing at the same time a Dozer that had been pushing a ramp on the bench for end of shift. The Dozer and excavator reversed into each other and made contact between the counterweight of the excavator and the handrails of the Dozer. No Injuries. Minor Damage to handrails.

		12/7/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Collision. Shovel had walked off the face and relocated pinata, dozer was cleaning up inside swing radius of shovel. Shovel swung, counter weights making contact with right hand side lift cylinder and walkway/ handrail of dozer. Contact with the handrail causing the handrail to hit left side window of dozer cracking glass. No Injuries. Dozer operator trainee, trainer in circuit. Procedural Breach.

		12/8/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Fire. Mulching trailer was being towed by a John Deere tractor, smoke was observed coming from bales of hay. Extinguished by CAT 777 Water Cart. No Injuries or equipment damage. Possible Spontaneous Combustion. Unknown if hay was baled green.

		12/4/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movement. Rear Dump was descending the ramp empty, ramp surface overwatered, no dry line. Rear Dump slid 100 - 120 metres coming to rest adjacent high risk bund.

		12/29/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		Unplanned Movemnet:-RD was heading back to get another load from the screening pad stock pile the truck has experienced a lost traction resulting in it contacting the center divider. A light vehicle traveling towards the truck at the time of the loss of traction and the L/V operator has applied the brakes coming to stop around 25meters form the incident. No injuries or damage sustained.

		12/17/20 0:00		MI00568		Goonyella Riverside		Coal		High Potential Incident		SHE35 was walking into the face and has turned to check the cable at which time the shovel counterweight has made contact with TRD321, which was cleaning up on the Shovels western side.

		12/23/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Cable Damage While shuttle car was wheeling towards the boot end the spiral wrap covering the anchor point sock became the reeler indexer causing the cable to be torn appart and the short circuit protection of the circuit to operate.

		12/5/20 0:00		MI01459		Grasstree Mine		Coal		High Potential Incident		Trailing cable damage, mechanical insult – A shuttle Car was returning to the face when vent tube chains stored on the reeler cover, fell into the cable reeler entangling in the cable. The chains caused significant damaged to the cable (exposed conductors). No Injuries. No persons witnessed a flash.

		12/2/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Fie on Equipment: Smoke  comming from engine operator stopped inspected saw Small flame activated fire suppression water cart doused machine to ensure fire out

		12/11/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Misfire- Slumping occured and has taken the tree Ikon leads down the hole. They were unable  to be retrived. The hole will be a misfire.

		12/8/20 0:00		MI04052		Gregory Crinum Coal Mine		Coal		High Potential Incident		Unplanned Movement- Dozer  was reversing to continue on slot push. Whilst reversing back the left side track ofDozer has lost traction and tracked into next slot down. It was during this motion that Dozer has continued its loss of traction resulting in a rollover to its left hand side.  Nil injuries were sustained as a result of this event.

		12/10/20 0:00		MI00582		Grosvenor Quarry		Metalliferous		High Potential Incident		Operator of pugmill went to refuel pump before it ran out of petrol. It was supplying water to pugmill. Switched off pump went back approximately 5 minutes later poured petrol from jerry can via funnel into petrol tank that sits above exhast component of pump. Some fuel contacted heated surface caught alight scolding operator's fingers and thumb. Taken to Moranbah out patients for treament, diagnosed as superficial burns

		12/8/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		A steering hydraulic oil fire in the engine bay was put out with the onboard extinguishing system.

		12/10/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Exploisves - Elevated Temperature. A vac truck was used to remove stemming from a loaded hole with non-communicating electronic detonators. After removing approx. half of the stemming, temperatures within the stemming zone quickly rose to above 80 degrees. Area was evactuated.

		12/12/20 0:00		MI00594		Hail Creek		Coal		High Potential Incident		Fire on mobile plant: Fire occurred on water truck while undergoing maintenance in HME workshop. Fire started on emergency steering motor. Supervisor who noticed fire activated onboard fire suppression system which fully extinguished the fire. There were no injuries.

		12/18/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		A rear dump truck travelling down a ramp on a right-hand turn experienced a loss of traction when it crossed onto the wet section of road that had been recently strip watered.

		12/7/20 0:00		MI00631		Jellinbah East Mine		Coal		High Potential Incident		An uncontrolled movement occured when a rear dump truck entered the wet line at the intersection of a LH turn. The road was smooth and had not been scarified. A hump in the road had not been removed and it is believed that this caused the truck to move into the wet line

		12/11/20 0:00		MI04148		Jupiter Bulk Sample Pit		Coal		High Potential Incident		Electrical cable damage - Contractor electrician was using cordless drill to make hole in shed wall to install air con system when drill bit contacted live electrical incomer cable, tripping 32 amp  circuit breaker and 30 ma earth leakage protection causing loss of power . No injury or electric shock received.

		12/11/20 0:00		MI01918		Keatings Quarry		Metalliferous		High Potential Incident		Mobile Crusher on bench above north end pit floor.  Material discharging from conveyor over bench edge to pit floor. Mr Brownsey operating the CAT 966 Loader on the pit floor shifting dirt from location adjacent to conveyor discharge stockpile. Exclusion zone was in effect around conveyor stockpile and Loader reportedly outside exclusion zone. Loader struck on windscreen by small piece of rock, estimated approx 50mm.  Windscreen broken not penetrated.

		12/28/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Cable Damage - During routine development panel mining operations damage was sustained to a shuttle car cable resulting in exposed conductors..

		12/8/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		Fire Occurred: Open flame under transfer conveyor. photographs indicate that the fire was in close proximity to "V" return rollers.

		12/16/20 0:00		MI01422		Kestrel Coal Mine		Coal		High Potential Incident		LD006 (EIMCO 130) Safety shut-down circuit bypassed

		12/9/20 0:00		MI00666		Lady Loretta Mine		Metalliferous		High Potential Incident		A road train was turning into the mine access road when the rear trailer has overturned. No injury

		12/23/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Misfire -  electronic detonators failed to communicate.  Leakage on the detonators.

		12/20/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Potential Misfire. Loading ceased due to approaching weather event, hole bagged off,  rain water flooded the hole pulling downlines down the hole. Hole reloaded and fired will be excavated under JSA - Potential Misfire.

		12/17/20 0:00		MI01907		Lake Vermont		Coal		High Potential Incident		Tyre Burst (Lightning). A red lightning tarp was in place at the start of nightshift (6pm). The prestart meeting concluded as rain was starting to fall, the crew moved into the two crib huts. At 6:25 pm  lightning stuck a Liebherr dump truck. (Read other Details due to 70 word restriction and Photo in 1A attached).

		12/24/20 0:00		MI01907		Lake Vermont		Coal		Non reportable incident		dozer walked over the bund and slid into a power trough. The remote operator stopped the machine, notified his Supervisor and preserved the scene.

		12/16/20 0:00		MI00711		Meandu Mine		Coal		High Potential Incident		No Harm – On the 16th of December 2020 at 1845 at the ROM Crib hut area a CMW was preparing to leave the ROM Park-up in a Haul-Truck, when they have identified a hanging cable on a wooden lighting tower. On further inspection, it was observed a LED floodlight (approx. 5kg) had fallen approx. 12m from the tower and landed on a walkway access to park-up.

		12/6/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Boilermaker repairs were being undertaken above Pos 4 tyre assembly. Unbeknown to the boilermaker, hot slag had pooled on top of Pos 4 tyre. On completion of the repair the truck was relocated and smoke was noticed emanating from the tyre assembly. Personnel were evacuated from the area and the tyre was cooled with a water truck.

		12/18/20 0:00		MI01865		Middlemount Mine		Coal		High Potential Incident		Misfire - primer leads washed into hole during storm, hole collapsed and leads unrecovered.

		12/7/20 0:00		MI00749		Moorvale Mine		Coal		High Potential Incident		Fire on equipment: Oil leaked onto a hot surface causing smoke and small fame extinguished by hand held

		12/27/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Failure in service - Chock #5 advanced manually by CMW.  Pontoon contacted CMU cover post, bending it into outlet #1 compromising the flamepath.

		12/18/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Gas Exceedance CH4 exceedance spiking to 3.25% recorded on PGD on LHS CM when elephant’s trunk fell out of vent line while tubing up. CM power tripped at 2%.

		12/6/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Kings shuttle car SC5011 returning to the boot, approximately 52m inbye of 39c/t MG606 (had not yet commenced back spool on this trip). Car tripped on Earth Leakage Cable has protruded through reeler spokes and has been contacted with the drive chain resulting in exposed conductors.

		12/21/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Strata failure -  Rib failure at a corner of an inactive gas stub. Found by the grader driver. 3m wide, 2.1m high, 2m deep. No persons working in the area at the time. Only cuttable dowels in rib, no steel. Depth of ground failure exceeded the reach of some the rib dowels.

		12/1/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Structural Failure: Jib pulley failed causing damage to structure, no fire , no injuries  Failure of jib pulley and jib structure at UC005 jib

		12/10/20 0:00		MI00750		Moranbah North		Coal		High Potential Incident		Unplanned Movement - While Cutting MG to TG the sprag extended between the shearer drums on #56 roof support. While operators were informing ERZ Controller the same roof support ASQ’d by itself while operators were on the inbye side.

		12/10/20 0:00		MI00755		Mount Carbine Quarries		Metalliferous		High Potential Incident		The operator has noticed smoke in the sorter compartment, shut down plant and doused bearing with a Co2 extinguisher. This took place in the sorter box head drum.

		12/28/20 0:00		MI02103		Mount Carlton		Metalliferous		High Potential Incident		Fall of ground - while cleaning floor a FOG of approximately 30 t (8m on strike) has occurred from the back along a previously identified structure running parallel to ore drive. It had been rock bolted but ground is friable and calyey and lacked more effective split set support. Slight damage to loader

		12/22/20 0:00		MI00757		Mount Coot-Tha Quarry		Metalliferous		High Potential Incident		While plugging in an extension lead into a 15A Power outlet, the worker received an electric shock when his left hand touched the building structure. The RCD tripped and the worker has been taken for an ECG.

		12/19/20 0:00		MI00772		Mount Rawdon		Metalliferous		High Potential Incident		A MW was walking on the ground floor of the Mill. MW heard a bang, turned around and noticed a hammer had fallen to the ground where they had just walked.

		12/30/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		Approximate 10t rockfall in level access of 31A discovered by the ringfirers.

		12/2/20 0:00		MI00806		Mt Isa - Isa Copper Mine		Metalliferous		High Potential Incident		During final hook up of charged up ring, unstable/verticalised rill has slumped around the front of the charge car and entered the charge basket. Worker has been able to extracate himself from basket

		12/20/20 0:00		MI00809		Mt Isa - Lead & Zinc Concentrator		Metalliferous		High Potential Incident		While a SAG Mill was down for internal maintenance, a shell lifter weighing approximately 400 kgs disjointed from its fastening track and fell 5.5 metres from the 11 o'clock position. There was no-one inside the mill at the time

		12/5/20 0:00		MI01760		Oaky Creek Surface Operations		Coal		High Potential Incident		LED Light Fitting Emergency Pack Fault - Whilst performing maintenance activity to check operation of emergency light, worker pressed Test button and Emergency Pack failed catastrophically causing the front panel to dislodge and contact the back of his right hand.

		12/7/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured between a breaker feeder and the towing loader when the towing loader hit the rib with its backet and came to an abrupt holt. The breaker feeder continued forward striking the stalled loader in the rear. Damage to the covers but no injury

		12/4/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		A collision occured: A Surface water cart was lining up with the water stand pipe fill point. A second water cart has parked 12 metres behind to wait to fill up. The first water cart was not satisfied with the alignment of the truck to the fill point and without establishing positive communication has proceeded to reverse vehicle and has made contact with the parked vehicle

		12/1/20 0:00		MI01404		Oaky North Mine		Coal		High Potential Incident		Unplanned Movement: Whilst attempting to clear a fault on an LHD Park Brake, the CMW has become trapped in the LHD cab when the canopy has unexpectedly lowered. The LHD also moved forward when the canopy lowered and trapped the CMW. Other crew members assisted in stopping the LHD and extracating the CMW. First Aid rendered, machine isolated and investigation commenced.

		12/6/20 0:00		MI04116		Pajingo - Lynne Underground		Metalliferous		High Potential Incident		Supervisor was bent over checking right hand lifter tube with conduit pipe when a small rock fell from the face and struck him on the hard hat knocking it off.

		12/5/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		Collision - . LV 17 operator sees production drill at passing bay just above entrance to portal. LV 17 goes left of delineation bund to overtake production drill.  LV 60 comes down the ramp around right-hand corner at the top of delineation bund and sees LV17 hits brakes and skids approx. 2m and vehicles collide bull bar to bull bar. No injuries

		12/29/20 0:00		MI01174		Pajingo - Vera Underground		Metalliferous		High Potential Incident		While driving to work place driver heard a bang, stopped to investigate. A 0.9m split set he had driven over had punctured the fuel tank.

		12/17/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		cable damage - The CMW in the cable tractor was shifting cable on the bench with the reel in position for the dragline to continue walking. When the CMW has closed the arm on the cable tractor to pull slack on the bench, a rock has been squashed in between the cable arm, resulting in a loss of power to the dragline.

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Coal Stockpile Tipping Breach. Rear dump was unloading, part of the load cascading onto the active roadway below. No Injuries. Photos Requested.

		12/13/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Collision. A  bollard inside the reload facility had been struck by an MMU. Upon investigation it was found that Auger 6 had struck the bollard whilst traversing through the reload to fill up ANFO. (Photo re-enactment positioning Auger 6 right hand side in photo in 1A.)

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Driver error    RD524 has left 2SA crib hut to head towards EX99 digger. Rather than accessing EX99 circuit via 4S, RD524 has headed towards 2S bridge. Once across 2S bridge, the RD has travelled along a prepped dragline bench towards EX99 before being funnelled into a LV road and accessing EX99 circuit.

		12/29/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		failure of electrical equipment - The welding rod has contacted a steel track embedded in the concrete floor and has tracked through the hydraulic jack frame, through the chassis and back to the earth clamp. While this occurred, an aluminium platform ladder was in contact with the hydraulic jack causing an arc/blowhole in two locations of the ladder.

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Fire-Turbo Fire on EXD 73 Liebher 9800 Excavator

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Mechnical Failure- Malfunction of Dragline Drag function fail safes allowing uncontrolled movement of ropes inside house of machine

		12/3/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		RDT vs Dozer: A RDT had just dumped its load. The ripper box of a reversing dozer made contact with the tray as it was being lowered. Minor damage.

		12/9/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Spontaneous combustion has occurred on the North Eastern batter of the reject stockpile adjacent to the northern haul road at 4N. The fire propagated affecting the vegetation in the immediate vicinity covering an area of approximately 50m2. The fire was extinguished  Photo attached 1A

		12/19/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		Unplanned Movement. Water cart overwatered the ramp, no dry line available. Rear Dump slid 50 metres. Instructed Superintendent to retrain Operational Services water cart operators in SOP and SWI requirements across all shifts and rosters. (Requested Photos)

		12/20/20 0:00		MI01190		Peak Downs		Coal		High Potential Incident		While descending the 6nth RL 280 dump regrade ramp, the operator noticed the retard braking system was not functioning. The truck continued to travel (roll) through the intersection at the bottom of the ramp, passing in front of RD186, who has stopped short of the intersection breaching the priority rules procedure.

		12/19/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		A small flame was identified on the right hand rear idler of DZ06 at Ramp 30 dozer push while reversing dozer for crib. The flame was extinguished by the operator of DZ06. .

		12/15/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Equipment Fire: A flame was identified on the left side engine when Excavator 3 was out of service for refuel and inspection. The CMW has observed a small flame @ the turbo charger turbine where the oil feed line attaches to the turbocharger. Nil injuries and nil equipment damage.

		12/3/20 0:00		MI01705		Poitrel Mine		Coal		High Potential Incident		Fire. Pulley on air-conditioning system seized. Belt continued to be pulled across seized pulley causing small fire. Extinguished using suppression system. No Injuries. Photo in 1A.

		12/13/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Fire. The operator manually started the fill point pump (PU2087 Weir 385) to commence refill of the water truck,  the operator observed a spark, glow and small flame approximately 3cm in length coming from water pump gland seal area. The operator shut down machine and used a handheld fire extinguisher to safely extinguish the flame. (Photo Attached in 1A)

		12/12/20 0:00		MI01808		QCoal Northern Hub (Sonoma - Cows - Drake 1 & 2 - Jax)		Coal		High Potential Incident		Uncontrolled Movement: Light vehicle travelling along bitumen road has failed to negotiate a right corner bend (90 degrees) and has continued in a straight direction for approximately 30 m before going down into a drain and coming to rest on its side at the bottom of a drain. Driver left scene without injury.

		12/29/20 0:00		MI01479		Ravenswood Gold Mine		Metalliferous		High Potential Incident		Busy with stemming operations and while moving between shot holes was a change in gradient on bench surface which caused loader to move  in uncontrolled manner. Operator placed bucket down on surface to stabilise machine in so doing damaged down hole electonic detonator lead wires. Scene isolated, operator D & A tested. Scene released to recover loader subject to JSA and bench ttraffic management plan.

		12/2/20 0:00		MI01569		Rolleston Mine		Coal		High Potential Incident		A CMW lost the keys to the SSAN compound. Locks were subsequently changed as a precaution.

		12/18/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Excavator was digging hard material when the right hand side window in operator cabin has fallen inwards into the cabin. Roller blind prevented window falling completly onto the operator. No Injury sustained. Photos both inside and outside of cabin in form1A.

		12/2/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. At approximately 09:30AM, Drill during drilling,  the fire suppression discharged whilst drilling with no signs of any fire. The drill operator moved the drill approximately 50 meters and jacked it up ready for the fire suppression fitter to inspect the drill. Upon exiting the drill cab the drill operator has noticed smoke and flames coming from the offside of the engine. (Read Other Details)(Photos attached in 1A)

		12/1/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Fire. MMU 7482 identified a haze/mist discharge originating from the rear discharge chute, the machine was stood down and returned to the explosives yard until it had been inspected by an fitter. MMU was loading its first blast hole MMU operator noticed a flame originate from the rear discharge chute. The MMU was consequently shutdown, fire suppression activated, and extinguishers used on the area and fire was extinguished.

		12/10/20 0:00		MI01258		Saraji		Coal		High Potential Incident		Near Miss. Rear Dump was entering an intersection at Ramp 9 and noticed an Light Vehicle approaching the intersection. The Rear Dump truck operator slowed the truck because the Light Vehicle did not appear to be slowing down, when the Rear Dump Operator lost a visual of the Light Vehicle in the truck blind spot. (Read other Details)

		12/4/20 0:00		MI01258		Saraji		Coal		Non reportable incident		Electrical breaker failure - An electric shovel experianced a Main Transformer Over Current Fault while in service. This triggered a Bank 1 RPC Breaker Opening. An electrician was tasked with inspecting the shovel, on arrival they smelt smoke and initiated an emergency. The shovel was shutdown. Preliminary checks indicate a circuit breaker failure on RPC#1.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		During the quarries shutdown, workers onsite dug up cables with an excavator. One of the cables had been severed. The cables were not energised at the time.

		12/30/20 0:00		MI02123		Skew Gully Road Quarry		Metalliferous		High Potential Incident		Excavator was being used to clean spillage material away from the plant and has cleared too much material away and exposed wires and cut through them with the excavator bucket.

		12/14/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Collision - An MMU was on the load bench beside a stemming truck when the stemming truck moved forward to load another hole. The rear auger has contacted the side of MMU leaving a visible scratch mark. Operators stopped and shut down both trucks and called the Shotfirer and OCE. No Injuries.

		12/10/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Explosive product found from an overburden shot by dozer push. No leads, boosters or dets found. Shotfirer inspected and dealt with the product.

		12/7/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire - Product found post shot. No leads, boosters or dets found. OCE and Shotfirer notified. Hole was demarcated and scene isolated for Shotfirer to deal with approx 20kg product.

		12/12/20 0:00		MI01573		South Walker Creek		Coal		High Potential Incident		Misfire: Blasting product (ANFO) uncovered by dozer during bulk push operations.Supervisor, OCE and shotfirer notified. Area was bunded and demarcated with red flashing light to prevent access until shotfirer could inspect next day.

		12/2/20 0:00		MI01306		Thalanga		Metalliferous		High Potential Incident		Potential Electric Shock - Labratory Technician was vacumming when tingling was felt in the hand. This was reported to the Supervisor, so they plugged the vacuum into another power socket. After a minute or so, the employee felt a shock and reported seeing a spark on the vacuum handle.

		12/19/20 0:00		MI02812		Thalanga Undergrounds		Metalliferous		High Potential Incident		A fall of ground from the backs approx 10x4 metres was discovered upon a routine inspection.

		12/12/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Dozer #6 hydraulic hose has failed and sprayed a mist into the engine bay and the turbo has ignited the oil.  The fire suppression was activated however was not sufficient to put the fire out. The operator used a portable fire extinguisher to extinguish the fire.

		12/2/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Driver of an Embley Contracting Service Truck finished refuelling a genset for a communications tower when flames were noticed coming from the driver's side of the vehicle's engine.

		12/7/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Fire - Flames were observed on Rear Idler Wheel of right hand track after track began to stutter.

		12/15/20 0:00		MI01413		Weipa		Metalliferous		High Potential Incident		Loader #21 was prepping ROM stockpile, when fire in the engine bay began. The fire suppression was activated, and successfully extinguished the fire. There are no injured persons.

		12/7/20 0:00		MI01352		Whiteside Quarry		Metalliferous		High Potential Incident		During the testing of the uni-tronic? UT600 detonators on the uni-tronic? Test Box, it was found that the harness had a short circuit. After dissecting the harness wire, the bottom primer assembly (a 20m uni-tronic? UT600 detonator and a Pentex? H booster) in hole `K34? was found to be the cause of the short circuit. As ?K34? was a double primed hole (with a top primer assembly, a 9m uni-tronic? UT600 detonator and a Pentex? H booster)

		12/15/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		Equipment Fire - Whilst travelling on haul road operator noticed a flame emanating from the engine bay of the service truck. Stopped machine as the LOP fire suppression system activated. Hand held extinguisher was then used as a precaution. Early indications are a failed steering pump O Ring allow oil to spray into engine compartment.

		12/20/20 0:00		MI01432		Yarrabee Mine		Coal		High Potential Incident		While loosening a blanking plate from a hydraulic block the worker has been exposed to fluid under pressure from behind the blanking plate.
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Top 10 Hazards

		Incident Hazard		Count

		Human Error/Actions		40

		Moving Vehicles/Equipment		32

		Falling/Flying Material/Objects		24

		Electrical Equipment		15

		Other		15

		Fire(s)		14

		Strata Failure		14

		Manual Handling		12

		Explosives		7

		Working at heights		7
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Previous years data

		Financial Year		SAFR		HPIs		Sas		Hours (millions)

		17-18		0.8978032474		2164		94		104.7

		18-19		1.00456621		2110		110		109.5

		19-20		0.7460035524		2288		84		112.6

		20-21 (YTD)		0.56		865		28

						7427		316
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Truck and trailer reversed into a skip which was 
pushed into the wall of the laboratory.

On 9 December 2020, a truck and 
trailer                       reversed out from 
under a silo after loading.  As the truck 
and trailer was reversing it pushed a 
skip into the laboratory wall, damaging 
the wall and tripping the power.  The 
silo load out operator alerted the driver 
to stop.

A worker who was inside the laboratory  
and on break moved away from the 
wall and was not injured.



Truck and trailer reversed into a skip which was 
pushed into the wall of the laboratory.

Causes
On arrival at the quarry the truck driver tared off but failed to communicate with the office or sales 
despatch and drove straight under the silo to load.
The arrival of the truck was unexpected as it was several days late.
Without communicating with anyone the truck driver began to reverse out because of maintenance 
activity on the road past the drive through exit.
There was no alternative traffic plan as it had not been foreseen that silo load out and the 
maintenance activities would occur at the same time.



Truck and trailer reversed into a skip which was 
pushed into the wall of the laboratory.

Recommendations
• Signage to require truck drivers to communicate with the office at the weighbridge on arrival even if 

they have a current induction. [Administrative]
• Traffic management plans should identify activities that will have an impact on the normal traffic flow 

around the site and changes/controls required to manage changed traffic flow. [Administrative]
• Alternative travel routes should be put in place and communicated to drivers on arrival at the quarry. 

[Engineering]
• Consider controlling entry to the mine by installing a boom gate that can only be opened by a valid 

swipe card or an authorised worker. When there is a short term change to the traffic flow, the gate can 
then only be raised by an authorised worker who would communicate the change. [Engineering]

• Consider moving infrastructure to relieve the congested areas. [Engineering]



Mobile elevating work platform operator pinned 
between steel beam and safety bar.

On 11 December 2020, a mobile elevating work platform (MEWP) operator 
was manoeuvring the work platform over a handrail and under an overhead 
steel beam. The operator became pinned between the beam and the safety 
bar causing them to lose consciousness.

The safety bar was activated and cut the power to the platform controls. A 
spotter was in place but was unable to utilise the controls to get the worker 
down.  The spotter alerted another MEWP operator who then lowered the 
platform,  Once free from being trapped, the operator regained 
consciousness.  Without this swift action the consequences could have been 
fatal.

Note: The investigation should include all safety features that may also have 
the potential to play a part in lessening the consequences when the safety 
bar is activated.  



Mobile elevating work platform operator pinned 
between steel beam and safety bar. 

Causes
The steel beam had been installed on the previous shift.  The gap through which the MEWP operator 
could manoeuvre the work platform between it and the handrail below was reduced to 250 mm.
The operator was facing the controls with the steel beam behind his head.
There was a perception amongst the work group that MEWPs could routinely operate within very 
restricted spaces.



Mobile elevating work platform operator pinned 
between steel beam and safety bar.

Recommendations
• Spotters for MEWPs should be trained and assessed on how to lower the work platform using the 

emergency ground controls. [Administrative]
• As the mine was doing in this case, prestarts must include checking activation of the safety bar.

[Engineering]
• Supervisors and operators must be trained and assessed on how to check all the other associated 

safety features which are also initiated. [Administrative]
• Plan work to prevent workers from getting into a situation that could have the potential to pin or crush 

them. [Administrative]
Note:  Involve the original equipment manufacturer at the early stages of an investigation.



Split set punctures fuel tank.

On 26 December 2020, a service crew worker drove 
through a puddle and heard a noise coming from 
underneath the light vehicle. The worker stopped to look 
for the cause of the noise and found that a 900 mm split 
set had punctured the fuel tank. 



Split set punctures fuel tank. 

Causes

Split sets were used for development face bolting and they were amongst the development waste 
being used as road base.
The split set was concealed in an area of uneven floor in a pool of muddy water.



Split set punctures fuel tank.
Recommendations

• Cease using development waste that could contain split sets to sheet the floor as the mine has done. 
[Elimination]

• Look into why the corrective action from similar incidents failed to prevent it happening again.  In the 
previous incident one of the contributing factors was that muddy conditions on the decline potentially 
limiting visibility of materials such as a short split set.  The relevant recommendation was awareness to 
crews of the event and the importance of housekeeping and always checking for hazards. 
[Administrative]



Contact us

Mineral Mines and Quarries Inspectorate

General enquiries:

• Contact your regional inspectorate staff

Report emergencies, incidents or illness:

• Townsville: (07) 4447 9282

• Mt Isa: (07) 4745 4117

• Brisbane: (07) 3330 4273

https://www.rshq.qld.gov.au/contact-us/mines-inspectorate
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